


STONE AND GLASS

Material Handling Solutions

AUSAVINA CO., LTD has been 
specialized in manufacturing and 
supplying the most exact material 
handling equipment for Stone and 
Glass industries. We have been a 
fo u n d e d  a n d  a  w e l l - k n o w n 
company with accomplished track 
records for the best customer 
pleasures.

We believe that when you have chance to visit AUSAVINA, you 
would find our professional and long-term experiences 
together with a considerate leadership in the Stone and Glass 
industries that would provide you quick responses. For these 
reasons, AUSAVINA keeps developing, and creates steady 
trust among the users. As a concept goes “Customer Comes 
First” we always make efforts to improve and develop our 
best quality with best service, and ensure further success for 
our valued customers.

Our products have been selling well and providing confidence 
to all over the world, particularly in Europe, North America, 
South Africa. AUSAVINA is proud of supplying high-quality 
and cost-effective tools and facilities with exceptional 
services for the clients in our absolute range of products. 
Besides, we have our own designing, engineering, 
manufacturing teams with sophisticated machinery and 
equipment to allow us to achieve quality goals and to develop 
new products those materialize customers’ satisfaction.
We are looking forward to establishing a long-term and 
sustainable relationship with our customers all around the 
world.
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Locking latch

W.L.L. : Working Load Limit

ALG30

ALG50

ALG60

ALG75

5 ��⁄�� (144)

7 �⁄�� (183)

7 ��⁄�� (202)

8 �⁄� (219)

Model
Length

In (mm)
Width

In (mm)
Height

In (mm)
Grip Range

In (mm)
Net Weight

lbs (kg)
W.L.L.

lbs (kg)

7 �⁄� (200)

8 �⁄�� (211)

8 �⁄� (216)

8 �⁄� (216)

12 ��⁄�� (325)

14 �⁄�� (370)

15 �⁄� (403)

15 �⁄� (403)

34.54 (15.7)

49.72 (22.6)

58.96 (26.8)

59.4 (27)

2200 (1000)

2860 (1300)

3300 (1500)

3300 (1500)

�⁄� ~ 1 �⁄�� (10 ~ 30)

�⁄� ~ 1 ��⁄�� (10 ~ 50)

��⁄�� ~ 2 �⁄� (20 ~ 60)

1 �⁄�� ~ 2 ��⁄�� (30 ~ 75)

�AUSAVINA�LITTLE�GIANT�LIFTER

ALG30 ALG50 ALG60, ALG75

NOTE: Swivel shackle is included which makes a stone slab possible to rotate 360 easily 

Extra Plate
used for

ALG75 & ALG75A only

27
8

- The Little Giant Lifter  is designed for clamping and moving stone slabs.
- The Lifter integrates a locking latch that automatically releases once the slab is fully lowered to the ground.
- It is suitable for both natural and artificial stones, or other flat materials in various thicknesses. 
- The Little Giant Lifter is mainly made of aluminum so it is lightweight and durable.
- The clamp plates are covered by rubber pads to prevent from scratches or damages on the stone slab surfaces 
during operation and transportation.
- The lifter shall ensure safety for users and increase productivity as well.
- The lifter shall be used by combining with a crane (or with a forklift truck) to clamp, to lift, and to transport 
stone slabs.
ALG75: A small plate called “Extra Plate” to be used as a combination with a lifter to preclude fragile and brittle 
slabs from cracking. When using the clamp plate, W.L.L. is 770 lbs (350 kg) and the grip range is from ��⁄��” to 1 �⁄��” 
(20mm to 40 mm).



W.L.L. : Working Load Limit

- The Little Giant Lifter Automatic is designed for clamping and moving stone slabs.
- It is suitable for both natural and artificial stones, or other flat materials in various thicknesses. 
- The Little Giant Lifter Automatic is mainly made of aluminum so it is lightweight and durable.
- The clamp plates are covered by rubber pads to prevent from scratches or damages on the stone slab surfaces 
during operation  and transportation.
- The lifter shall be used by combining with a crane (or with a forklift truck) to clamp, to lift, and to transport 
stone slabs.
ALG75A: A small plate called “Extra Plate” to be used as a combination with a lifter to preclude fragile and 
brittle slabs from cracking. When using the clamp plate, W.L.L. is 770 lbs (350 kg) and the grip range is from 
��⁄��” to 1 �⁄��”  (20mm to 40 mm).

ALG40A

ALG50A

6 ��⁄�� (173)

7 �⁄� (184)

8 �⁄�� (214)

8 �⁄�� (214)

15 �⁄�� (385)

15 �⁄�� (385)

50.6 (23)

51.4 (23.2)

2860 (1300)

2860 (1300)

�⁄�� ~ 1 �⁄�� (5 ~ 40)

�⁄� ~ 1 ��⁄�� (10 ~ 50)

Model
Length

In (mm)
Width

In (mm)
Height

In (mm)
Grip Range

In (mm)
Net Weight

lbs (kg)
W.L.L.

lbs (kg)

ALG60A 8 �⁄� (206)8 �⁄�� (214) 16 �⁄� (425) 61.82 (28.1) 3300 (1500)��⁄�� ~ 2 �⁄� (20 ~ 60)

ALG75A 8 �⁄� (216)8 �⁄�� (214) 16 �⁄� (425) 62.04 (28.2) 3300 (1500)1 �⁄�� ~ 2 ��⁄�� (30 ~ 75)

�AUSAVINA�LITTLE�GIANT�LIFTER�AUTOMATIC

27
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NOTE: Swivel shackle is included which makes a stone slab possible to rotate 360 easily 

Extra Plate
used for

ALG75 & ALG75A only

ALG40A ALG60A, ALG75AALG50A

Opening and Closing
mechanism of the clamp
plate is fully automa�c.

AUTOMATIC



AUSAVINA�SKY�RIDER�LIFTER�AUTOMATIC

- Ausavina Sky Rider Li�er Automa�c is designed to clamp and move the slabs (e.g stone, granite, marble, 

porcelain, counter top, etc.) and other sheet of materials in workshops, warehouses, work sites, and so on.

- Clamp plates Opening and Closing mechanism is fully automa�c.

- It is suitable for both natural and ar�ficial stones 

- The rubber pads covered the clamp plates not only increase the gripping force but also prevent scratches or 

damages to the material being carried during opera�on.

- The equipment is designed with all the protec�on features to increase safety level for the operator and 

produc�vity.

Model
Width

In (mm)
Length

In (mm)
Height

In (mm)
Net Weight

lbs (kg)
W.L.L.

lbs (kg)
Grip Range

In (mm)

ASL20A 4 ��⁄�� (122)12 �⁄�� (316) 10 �⁄�� (262) 19.14 (8.7) 1100 (500)0  ~ ��⁄�� (0 ~ 20 )

ASL30A 5 ⁷/�� (138)19 ⁵/�� (490) 13 �⁄�� (351) 57.2 (26) 2200 (1000)0 ~ 1 ¹/�� (0 ~ 30)

Handling various fragile slabs 
or premium slabs efficiently 
and safely, especially for lifting 
and moving these slabs out of 
container .

W.L.L. : Working Load Limit

ASL20A ASL30A

Lightweight and compact design 
for easy storage, space saving

27
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NOTE: Swivel shackle is included which makes a stone slab possible to rotate 360 easily 

Opening and Closing mechanism
of the clamp plate is fully automa�c.

AUTOMATIC



-Bison Li�er Automa�c is designed to clamp and move the stone slabs with wide range of different thicknesses 
namely from �⁄��” to 5 �⁄� ” (5mm to 150mm)
-The Li�er is mainly made of aluminum so it is lightweight and durable.
-The clamp plates are covered by rubber pads to protect the two stone slabs during opera�ons and 
transporta�on.
-The gripping force is evenly distributed to the surface of the stone slab by the clamping system installed on the 
li�ing pin with 3 rollers.
- Bison Li�er Automa�c shall be used by combining with a crane (or forkli� truck) to clamp, to li�, and to 
transport stone slabs.

AUSAVINA BISON LIFTER AUTOMATIC

W.L.L. : Working Load Limit

MODEL
Length

In (mm)
Width

In (mm)
Height

In (mm)
Grip Range

In (mm)
Net Weight

lbs (kg)

15 �⁄�� (396) 8 �⁄� (210) 18 �⁄�� (459) �⁄�� ~ 5 �⁄� (5 ~ 150) 74.14 (33.7)ABL150A

W.L.L.
lbs (kg)

3960 (1800)

ABL150A

AUSAVINA�BISON�LIFTER�AUTOMATIC

27
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NOTE: Swivel shackle is included which makes a stone slab possible to rotate 360 easily 
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- The Ausavina Flacon lifter is designed for clamping and moving stone slabs.
- The lifter is made of steel, so it is sturdy and durable.
- The lifter can clamp many types of stone slab with different thicknesses from ��⁄��” to 2 �⁄��”(20 mm to 65 mm).
- Two clamp plates are covered by rubber pads to protect the stone slabs during operation and transportation.
The lifter shall be used by combining with a crane (or forklift truck) to clamp, to lift, and to transport stone slabs.

AUSAVINA FALCON LIFTER 

W.L.L. : Working Load Limit

AUSAVINA�FALCON�LIFTER�

NOTE: Swivel shackle is included which makes a stone slab possible to rotate 360 easily 

Opening and Closing
mechanism of the clamp
plate is fully automa�c.

AUTOMATIC

AUSAVINA FALCON LIFTER 

Model

AFL65

Length
In (mm)

Width
In (mm)

Height
In (mm)

Grip range
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

8 �⁄�� (214)8 �⁄� (226) 16 �⁄� (426) 73.2 (33.3)
��⁄�� ~ 2 �⁄��
(20 ~ 65) 2200 (1000)

AFL65A 73.2 (33.3) 2200 (1000)
��⁄�� ~ 2 �⁄��
(20 ~ 65)

8 �⁄�� (214)8 �⁄� (226) 16 �⁄�� (411)



- The Ausavina Stone Crab Li�er Automa�c ASCL50A  is designed for clamping and moving stone slabs.

- It is suitable for both natural and ar�ficial stones as well as for flat and heavier items in various thicknesses 

ranging from �⁄��” to 1 ��⁄��” (15 mm to 50 mm).

- The clamp plates are covered by rubber pads to prevent from scratches or damages on the stone slab surfaces 

during opera�on and transporta�on.

- The construc�on consists of a swivel hook and a steel cable to clamp and move the stone slabs with ease.

- The li�er ensures safety for users and provides produc�vity as well.

Model
Width

In (mm)
Length

In (mm)
Height

In (mm)
Net Weight

lbs (kg)
W.L.L.

lbs (kg)
Grip Range

In (mm)

ASCL50A 7 �⁄� (194)8 �⁄�� (217) 20 �⁄� (514) 55 (25) 2640 (1200)�⁄�� ~ 1 ��⁄�� (15 ~ 50)

W.L.L. : Working Load Limit

AUSAVINA�STONE�CRAB�LIFTER�AUTOMATIC

27
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- Ausavina Hollow Plate Scissor Clamp is especially designed for li�ing and moving hollow plates.
- The clamping mechanism is automa�c with a�ached a hand locking lever to increase more safety and 
versa�lity.
- The clamping jaws are narrow to allow inser�ng into a hollow plate deeply to take hold of it firmly.
- The contact surfaces for clamping jaw are covered with  rubber layers to protect the plate from scratching 
and increase gripping force while in opera�on.
- The device ensures safety and increases produc�vity.

Grip Range
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

77 (35)�⁄� ~ 2 �⁄� (10 ~ 60) 1320 (600)

Model

HPSC60

Length
In (mm)

Width
In (mm)

Height
In (mm)

8 ��⁄�� (227)37 �⁄�� (945) 32 �⁄�� (814)

3 �⁄��”(87.5 mm)

AUSAVINA�HOLLOW�PLATE�SCISSOR�CLAMP

- Ausavina Barrier Heavy Li�er is an ideal solu�on for li�ing and moving the barriers, stone slabs and large blocks 

of stone effec�vely in a safe manner.

- Clamp plates covered by vulcanized rubbers protect the material surfaces from damages and increase more 

gripping force during clamping.

- This li�er is operated by gravity controlled mechanism, automa�cally open in idle condi�on and close when 

li�ed.

NOTE: Swivel shackle is included

AUSAVINA�BARRIER�HEAVY�LIFTER�

W.L.L. : Working Load Limit

BIG LOAD: The 7040 lbs (3200 kg) work capacity helps expanding the working versa�lity of the heavy li�er.

Model
Width

In (mm)
Length

In (mm)
Height

In (mm)
Net Weight

lbs (kg)
W.L.L.

lbs (kg)
Grip Range

In (mm)

ABHL3200
33 �⁄�� 
(843)

27 �⁄��
(700)

26 �⁄� 
(667)

387.2 
(176)

7040 
(3200)

3 ��⁄�� ~ 11 ��⁄�� 
(100 ~ 300) 

Automatic

27
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W.L.L. : Working Load Limit



W.L.L. : Working Load Limit

SC350 SC400SC300

MODEL

21 �⁄�� (542)

Length
In (mm)

Width
In (mm)

Height
In (mm)

Grip Range
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

            SC100                 7 �⁄�� (180) 15 �⁄� (400)
�⁄� ~ 3 ��⁄��

(10 ~ 100)
46.2 (21) 2860 (1300)

21 �⁄�� (542) 7 �⁄�� (180) 15 �⁄� (400) �⁄� ~ 3 ��⁄��
(10 ~ 100) 46.2 (21) 2860 (1300)SC100AL-M2

SC300

23 �⁄� (590) 9 ��⁄�� (250) 17 �⁄�� (440)
1 �⁄�� ~ 5 �⁄�
(30 ~ 150) 70.4 (32) 3300 (1500)

22 �⁄� (575) 9 ��⁄�� (250) 20 �⁄� (520) 5 �⁄� ~ 13 �⁄�
(150 ~ 350) 125.4 (57) 3520 (1600)

SC400 27 ��⁄�� (710) 9 ��⁄�� (250) 20 �⁄� (520) 7 �⁄� ~ 15 �⁄�
(200 ~ 400) 103.4 (47) 2420 (1100)

SC150               

SC350                

21 �⁄�� (548)31 �⁄� (800) 38 �⁄�� (997) 479.38 (217.9) 3520 (1600)
3 ��⁄�� ~ 11 ��⁄�� 
(100 ~ 300) 

Ausavina Scissor Clamp is an invaluable tool for lifting slabs, barriers, curbs, median walls, and tomb stones. The 
jaws of the lifter are lined with long lasting and fully vulcanized natural rubber pads to ensure a safe grip.

AUSAVINA SCISSOR CLAMP

SC100 SC150

SC100AL-M2: Clamps are  gravity controlled, open automa�cally in an idle condi�on and closed when li�ed
     300: The large - size clamp plates feature the ability of clamping and moving the flat, thin and breakable 
materials in a versa�le manner.
SC

AUSAVINA�SCISSOR�CLAMP

SC100AL-M2

27
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Ausavina Double Scissor Clamp is designed to work with a forklift boom for lifting and moving of long narrow 
slabs. The automatic opening and locking clamp will ensure safe operations.

57 �⁄� (1458) 10 �⁄� (260) 20 ��⁄�� (525) 107.8 (49) 5060 (2300)ADSC20 �⁄�� ~ ��⁄�� (5 ~ 20)

MODEL
Length

In (mm)
Width

In (mm)
Height

In (mm)
Grip Range

In (mm)
Net Weight

lbs (kg)
W.L.L.

lbs (kg)

Ausavina Stone/Steel/Glass/Wood Li�er is designed to work with a forkli� boom for li�ing and moving long and 
narrow materials. The clamping mechanism is fully automa�c. Clamping from both sides improves clamping 
force and holds the li�ed material more securely. The li�ed material will be moved more stably with less 
shaking. The contact surface of the material is covered with a rubber layer to protect from damage and cracks 
when li�ing. In addi�on, there are two guide rods to lead the Stone/Steel/Glass/Wood Li�er to the right 
posi�on. Stone/Steel/Glass/Wood Li�er helps reducing labor and ensuring safety for operators.

Model

ASSGWL20

Length
In (mm)

Width
In (mm)

Height
In (mm)

Grip Range
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

10 �/�� (268)36 �⁄� (930) 25 �/�� (636) 68.2 (31)�⁄�� ~ ��⁄�� (4 ~ 20) 1100 (500)

Automatic open - lock mechanism

AUSAVINA DOUBLE SCISSOR CLAMP

AUSAVINA STONE/STEEL/GLASS/WOOD LIFTER

NOTE: Swivel shackle is included

NOTE: Swivel shackle is included

AUSAVINA�STONE/STEEL/GLASS/WOOD�LIFTER

AUSAVINA�DOUBLE�SCISSOR�CLAMP

27
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- Ausavina Porcelain Li�er is mainly designed to clamp and li� the porcelain materials. 
- Automa�cally the clamping mechanism is fully automa�c.
- The surface contact of the porcelain slab is covered by rubber pads to prevent from damages or cracks when 
li�ing.
- Two guide sha�s lead the li�er to the right posi�on.

W.L.L: Working Load Limit

Model

APL20

Length
In (mm)

Width
In (mm)

Height
In (mm)

Grip Range
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

10 �/�� (265)30 ��⁄�� (780) 22 �⁄� (565) 50.6 (23)�⁄�� ~ ��⁄�� (4 ~ 20) 660 (300)

NOTE: Swivel shackle is included

AUSAVINA�PORCELAIN�LIFTER

27
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ALG28

- No electricity or compressed air is needed as the pick-up and release operation are fully automatic and 
mechanically controlled.
- Ausavina Glass Lifter is designed for transporting glass sheets safely and securely. Its fully automated jaws 
clamp on both sides of glass sheet allow minimal labor requirement. The four lower wheels of the Lifter make it 
easy to transport this lifter on the ground.
- The four upper wheels of the Lifter are designed to guide glass sheets to the rubber clamps. An additional layer 
of vulcanized rubber on the clamp assists added grip as well as extra protection for the glass being handled. The 
light and compact design make it easy to transport and store.

AUSAVINA GLASS LIFTER

APGL40

AUSAVINA PRO-GLASS LIFTER

W.L.L: Working Load Limit

Model

AGL28

Length
In (mm)

Width
In (mm)

Height
In (mm)

Grip range
In (mm)

Net Weight
lbs (kg)

23 �⁄�� (598) 8 �⁄�� (218) 25 �⁄�� (640) �⁄�� ~ 1 �⁄� (4 ~ 28) 61.6 (28)

W.L.L.
lbs (kg)

1760 (800)

APGL40 29 �⁄�� (738) 9 �⁄�� (240) 26 �⁄� (683) �⁄�� ~ 1 �⁄�� (4 ~ 40) 79.2 (36) 3080 (1400)

AUSAVINA�GLASS�LIFTER

27
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W.L.L: Working Load Limit

Ausavina Stone Vacuum Lifter SVL25 is designed to lift smooth surfaced stone slabs, powered by compressed 
air with a lifting capacity of 550 lbs (250 kg). It features robust construction with the ability to lift and tilt the 
stone slab from vertical to horizontal or vice versa.

AUSAVINA STONE VACUUM LIFTER SVL25

116.6 53 ( )

1 pc

 - 70 ~ - 80

Net Weight - lbs (kg)

Number of Vacuum Pads

Minimum slab dimensions
In (mm)

Tilt angle

Maintaining Pressure of 
Pre-vacuum tank

(kPa)

Width - In (mm)

Height - In (mm)

25 �⁄� (654)

39 ��⁄�� (1014)

Compressed air source
provided (kg/cm²)

Length - In (mm) 35 �⁄�� (897)

55 2500 ( )Working Load Limit - lbs (kg)

24 �⁄�� x 16 �⁄�� (620 x 415)

6 ~ 8 

MODEL SVL25

0⁰ ~ 90⁰

AUSAVINA�STONE�VACUUM�LIFTER
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Ausavina Stone Vacuum Lifter SVL50 is designed to lift smooth surfaced stones, powered by compressed air 
with a lifting capacity of 1100 lbs (500 kg). It features robust construction with the ability to lift and to incline the 
stone slab from vertical to horizontal or vice versa.

AUSAVINA STONE VACUUM LIFTER SVL50

This trolley is included with product

W.L.L. : Working Load Limit

SVL50

1100 (500)

217.8 (99)

2 pcs

 - 70 ~ - 80

W.L.L. - lbs (kg)

Net Weight - lbs (kg)

Number of Suction Cups

Minimum slab dimensions
In (mm)

Tilt angle

Maintaining Pressure of
Pre-vacuum tank

(kPa)

Length - In (mm)

Width - In (mm)

Height - In (mm)

41 �⁄�� (1046)

55 �⁄� (1410)

61 �⁄� (1565)

Compressed Air source
to be provided (kg/cm²)

44 �⁄� x 24 �⁄�� (1120 x 620)

6 ~ 8 

MODEL

0⁰ ~ 90⁰

The suc�on cups can be
manually rotated 90 degrees

AUSAVINA�STONE�VACUUM�LIFTER



Ausavina Stone Vacuum Lifter SVL75 is designed to lift smooth surface stones, powered by compressed air with 
a lifting capacity of 1650 lbs (750 kg). It features robust construction with the ability to lift and to incline the 
stone slab from vertical to horizontal or vice versa.

AUSAVINA STONE VACUUM LIFTER SVL75

W.L.L.: Working Load Limit

Net Weight  - lbs (kg)

W.L.L. - lbs (kg)

Number of Suction Cups

Minimum slab dimensions
In (mm)

Tilt angle

Maintaining Pressure of
Pre-vacuum tank

(kPa)

 1650 (750)

250.8 (114)

3 pcs

51 ��⁄�� x 24 �⁄�� (1320 x 620)

Length - In (mm)

Width - In (mm)

Height - In (mm)

36 ��⁄�� (935)

71 �⁄�� (1805)

62 �⁄�� (1580)

Compressed Air source 
to be provided (kg/cm²)

0⁰ ~ 90⁰

 - 70 ~ - 80

6 ~ 8 

MODEL SVL75

AUSAVINA�STONE�VACUUM�LIFTER
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21

This trolley is included with product



Ausavina Stone Vacuum Lifter SVL100 is designed to lift smooth surfaced stones, powered by compressed air 
power with a lifting capacity of 2200 lbs (1000 kg). It features robust construction with the ability to lift and to 
tilt the stone slab from vertical to horizontal or vice versa.

W.L.L. : Working Load Limit

AUSAVINA STONE VACUUM LIFTER SVL100

SVL100

W.L.L. - lbs (kg)

Net Weight  - lbs (kg)

Minimum slab dimensions
In (mm)

Maintaining Pressure of 
Pre-vacuum tank

(kPa)

Number of Suction Cups

Length - In (mm)

Width - In (mm)

Height - In (mm)

2200 (1000)

319 (145)

4 pcs

48 �⁄�� (1230)

55 �⁄� (1410)

61 �⁄� (1565)

51 ��⁄�� x 31 �⁄� (1320 x 800)

Tilt angle

MODEL

Compressed Air source
2to be provided (kg/cm )

 - 70 ~ - 80

6 ~ 8 

0⁰ ~ 90⁰ This trolley is
included with
product

AUSAVINA�STONE�VACUUM�LIFTER
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AUSAVINA�QLI�VACUUM�LIFTER

- Ausavina Qli Vacuum Lifter is a powerful tool for transporting sheet of materials. It is usually combined with a 
hoist to lift sheet of materials onto a working table or to move it within a warehouse or workshop.
- With its simple design, each component of the lifter is designed to be separated, for easier transportation, 
package, and maintenance.

Can easily �lt the stone slab or glass sheet 
from 0� to 90� and vice versa in a safe manner.

So�-rubber suc�on cups enhance 
adhesion and prevent the sheet 
of  materials '  surface from 
scratches or damage

MODEL
Length

In (mm)
Width

In (mm)
Height

In (mm)
Net Weight

lbs (kg)

58 �⁄� (1476) 45 �⁄�� (1147) 24 �⁄� (612) 65.12 (29.6)AQVL200

W.L.L
lbs (kg)

440 (200)

AUSAVINA GLASS VACUUM LIFTER DVL500

Flexibly adjust the posi�oning handle 
upwards and downwards or turn to the le� or 
the right to li� and move sheet of materials in 
a confined space.

The li�er posi�oning
handle can be rotated

Easy rota�on - Flip

AQVL200

27
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- Ausavina Glass Vacuum Li�er is designed for li�ing, moving, and installing a large sized glass with a maximum 
weight of 1056 Ibs (480kg).
- Features superior vacuum li� that can also �lt the glass sheet from ver�cal to horizontal or vice versa.
- Able to rotate the glass sheet either right or le� from 0 to 90 degrees.

AUSAVINA GLASS VACUUM LIFTER AVL480

Hook assembly tilt

Vacuum Pad

Electrical Box

Control box

o90

Working Load Limit  - lbs (kg)

Diameter of suction cups
In (mm)

Number of suction cups

Minimum glass dimensions
In (mm)

Rotate angle

Tilt angle

6 pcs

1056 (480)

154 (70)

9 ��⁄�� (250)

70 �⁄� x 39 �⁄�
(1800 x 1000)

AVL480
(Electric Powered)

Net weight - lbs (kg)

Height - In (mm) 12 (305)

Width - In (mm) 68 �⁄�� (1735)

Length - In (mm) 59 �⁄�� (1500)

MODEL

USAPower source requirement
(Single Phase) 110V-AC

INTERNATIONAL

220V-AC

The trolley (sold separately)
 can be attached as your requirement.

AUSAVINA�GLASS�VACUUM�LIFTER

Left: 90�, Right: 90�
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- It is designed to meet the needs of li�ing, moving and installing glass at a large size within the working load limit.
- Equipment can rotate 90 degrees to le� or right within the ver�cal trends in order to create flexibility in moving 
and manipula�ng.
- Being equipped with ba�ery operated vacuum pumps, this device can be operated anywhere independently 
even without an electric power source. It is operated by 12V Power Source to ensure safety while opera�ng.

AUSAVINA GLASS VACUUM LIFTER DVL400

W.L.L.: Working Load Limit

For ba�ery - powered only:
- Ba�ery charge �me:  6 hrs 30 mins
-  Maximum lead �me to achieve the required 

vacuum pressure: 10 seconds
(Depends on ba�ery condi�on)

Model
DVL400

(Ba�ery powered)

Length - In (mm)

Width - In (mm)

Net Weight - lbs (kg)

W.L.L. - lbs (kg)

Height - In (mm)

Rotate angle

Tilt angle

63 �⁄�� (1615)

11 ��⁄�� (300)

10 �⁄� (267)

180⁰

90⁰

136.4 (62)

880 (400)

12V/18Ah

Diameter of suc�on cups
In (mm) 11 ��⁄�� (300)

Number of suc�on cups 4 pcs

Minimum glass dimensions
In (mm)

Voltage

Ba�ery capacity

Power charger

12V-DC

USA

110V-AC

INTERNATIONAL

220V-AC

13 �⁄� x 39 �⁄� (350 x 1000)

AUSAVINA�GLASS�VACUUM�LIFTER



- Ausavina Glass Vacuum Lifter is designed for lifting, moving, and installing a large sized glass with a maximum 
weight of 1056 lbs (480 kg).
- Features superior vacuum lifting capacity that can also tilt the glass sheet.
- Able to rotate left/right and veritcally from 0 to 90 degrees.
- Being equipped with a battery operated vacuum pump, this device can be operated anywhere independently 
even without electric power source.

AUSAVINA GLASS VACUUM LIFTER DVL480

- Battery charge time:  6 hrs 30 mins
For battery - powered only:

-  Maximum lead time to achieve the required 
vacuum pressure: 10 seconds

(Depends on battery condition)

DVL480
(Battery Powered)

1056 (480)

167.2 (76)

9 ��⁄�� (250)

6 pcs

Left: 90⁰ , Right: 90⁰

90⁰

12V-DC

Working Load Limit  - lbs (kg)

Diameter of suction cups
In (mm)

Number of  suction cups

Minimum glass dimensions
In (mm)

Rotate angle

Tilt angle

Voltage

Net Weight - lbs (kg)

59 �⁄�� (1500)Length - In (mm)

68 �⁄�� (1735)Width - In (mm)

12 (305)Height - In (mm)

12V, 18Ah

Power charger

Battery capacity

110V-AC

USA INTERNATIONAL

220V-AC

70 �⁄� x 39 �⁄�
(1800 x 1000)

MODEL

The trolley (sold separately)
 can be attached as your requirement.

AUSAVINA�GLASS�VACUUM�LIFTER
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- Designed for li�ing, moving, and installing a large sized glass.
- Superior vacuum li�er to meet and sa�sfy customer’s needs.
- Able to rotate le�/right and to �lt ver�cally from 0 to 90 degrees.

AUSAVINA GLASS VACUUM LIFTER AVL500

1 2 3 4

1100 (500)

4 pcs

o90

160.6 (73)

Working Load Limit - lbs (kg)

Diameter of suction cups
In (mm)

Number of  suction cups

Minimum glass dimensions
In (mm)

Rotate angle

Tilt angle

11 ��⁄�� (300 )

33 �⁄��  x 35 �⁄��
(850 x 900)

USA INTERNATIONALPower charger

Net weight - lbs (kg)

110V-AC 220V-AC

66 �⁄�� (1685)Length - In (mm)

51 �⁄�� (1310)Width - In (mm)

12 �⁄� (320)Height - In (mm)

MODEL
AVL500

(Electric Powered)

The trolley (sold separately)
 can be attached as your
 requirement.

AUSAVINA�GLASS�VACUUM�LIFTER
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- Able to rotate 360 degrees horizontally and up to 90 degrees vertically.
- Being equipped with a battery operated vacuum pump, this device can be operated anywhere independently
even without electric power source.

- Battery charge time:  6 hrs 30 mins

For battery - powered only:

- Maximum lead time to achieve the required 
vacuum pressure: 10 seconds

(Depends on battery condition)

AUSAVINA GLASS VACUUM LIFTER DVL500

1 2 3 4

1100 (500)

11 ��⁄�� (300)

DVL 500
(Battery powered)

4 pcs

33 �⁄��  x 35 �⁄��  (850 x 900)

360 �

90 �

12V, 18Ah

Model

Working Load Limit
lbs (kg)

Net Weight - lbs (kg)

Diameter of suction cups
In (mm)

Number of suction cups

Minimum glass dimensions
In (mm)

Rotate angle

Tilt angle

Voltage 12V-DC

66 �⁄�� (1685)Length - In (mm)

51 �⁄�� (1310)Width - In (mm)

12 �⁄� (320)Height - In (mm)

220V-AC110V-AC
Power charger

USA INTERNATIONAL

Battery capacity

178.2 (81)

AUSAVINA�GLASS�VACUUM�LIFTER

The trolley
(sold separately)

can be attached as
your requirement.
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Ausavina 90⁰ Clamp is designed for the perfect positioning and locking fascia (apron) to your countertop via 
mitre joints. Its adjustable jaw allows it to hold various heights and thicknesses.
By combining two or more 90⁰ clamps, longer lengths can be accommodated.

90⁰ CLAMP M3

12.32 (5.6) 10 �⁄�� (255)9 �⁄�� (240) 13 �⁄�� (345)5 �⁄� (136) 1 �⁄�� (40)A90CM3

Length
In (mm)

Width
In (mm)

MODEL

7 �⁄� (200) 2 �⁄� (64)A90CM4 13 �/� (352) 11.44 (5.2) 4 �⁄� (120) 1 �⁄�� (40)

Max. Material 
Height

In (mm)

Height

In (mm)

Max. Material
Thickness
In (mm)

10 �⁄� (270) 4 ��⁄�� (1��)A90CM5 9.68 (4.4) 7 �⁄� (200)13 �⁄� (340) 1 �⁄�� (40)

Net Weight
Per Pair
lbs (kg)

10 �⁄� (270) 4 ��⁄�� (1��)A90CM5L 22 (10) 11 ��⁄�� (300)18 �⁄�� (468) 1 �⁄�� (40)

AUSAVINA 90⁰ CLAMP M3

SOLD IN PAIRS

AUSAVINA�90⁰�CLAMP

Adjustment Knob

Suction cupAfter Positioning 

Quick action clamping

Before Positioning 

AUSAVINA 90⁰ CLAMP M4

SOLD IN PAIRS

AUSAVINA 90⁰ CLAMP M5

SOLD IN PAIRS
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- Specially designed to hold multiple slabs together while they are being laminated and/or glued.
- Spring loaded holding claw keeps the clamp in place during stone alignment before applying final clamping 

pressure.
- Extruded aluminium bar machined with high accuracy of straightness and flatness allows the clamping force to 

be distributed uniformly along the stone panels in avoiding cracks or breakages.
- Rubber pad attached underneath the clamping claw to protect the surface of the stone from scratches and 

damages .
- Quick and easy to use with effortless tightening with accuracy will reduce significantly clamping labor. Ideal for 

your clamping jobs as it outperforms traditional methods such as C-clamps.
- Lamination Clamp weight 2.2 lbs. (1 kg) and can handle 1 �⁄��” to 2 �⁄�” (30mm to 60 mm) thickness. Bars can 

come in various lengths to accommodate the length of your slabs.

LC60 LC90LC30

Number of clamps Net Weight - lbs (kg)

1

2

3

11 ��⁄�� (300)

23 �⁄� (600)

35 �⁄�� (900)

3.74 (1.7)

7.7 (3.5)

11.22 (5.1)

Length - In (mm) Grip Range - In (mm)

2 �⁄�� (65)

2 �⁄�� (65)

2 �⁄�� (65)

MODEL

LC30

LC60

LC90

4

5

47 �⁄� (1200)

70 �⁄� (1800)

15 (6.8)

20 (9.1)

2 �⁄�� (65)

2 �⁄�� (65)

LC120

LC180

AUSAVINA�LAMINATION�CLAMPS

LC120 LC180
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AMSC240 AMSC300

AMSC200AMSC150AMSC120

- Ausavina Miter SET Clamp is an ideal tool for positioning, joining and locking the two stone slabs via mitre joint.
- Adjustable clamping assembly is flexibly designed for many different sizes of slabs.
- Rubber strips covered on the top braces of table frame provide a slab surface protection from damages or 

scratches during gluing them.
- Knurled knob system helps move the fascia forwards and backwards or upwards and downwards to ensure the 

fascia and the countertop are joined easily and tightly together for high efficiency.
- Miter SET Clamp is mainly made out of aluminum.
- It consists of three main parts: Table frame, Adjustable clamping assembly and Suction clamp.
- Simply design with easy operation for maximizing work efficiency.
- Composed by detachable parts and components, the equipment is easily disassembled and reassembled for 

convenience of storage or transportation. 

AUSAVINA�MITER�SET�CLAMP

Model
Length

In (mm)
Width

In (mm)
Height

In (mm)
Max. Material

Height - In (mm)
Max. Material

Thickness - In (mm)

AMSC120 47 �/�� (1200)

AMSC150

AMSC200

AMSC240

AMSC300

59 �/�� (1500)

78 �/� (2000)

94 �/� (2400)

118 �/� (3000)

23 ⁵/� (600)

23 ⁵/� (600)

23 ⁵/� (600)

23 ⁵/� (600)

23 ⁵/� (600)

40 �/₈ (1039)

40 �/₈ (1039)

40 �/₈ (1039)

40 �/₈ (1039)

40 �/₈ (1039)

19 ��/�� (500)

19 ��/�� (500)

19 ��/�� (500)

19 ��/�� (500)

19 ��/�� (500)

2 ³/₈ (60)

2 ³/₈ (60)

2 ³/₈ (60)

2 ³/₈ (60)

2 ³/₈ (60)

To join and glue
the fascia with

the large height.

SUCTION
CLAMP
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W.L.L. : Working Load Limit

Model

45° ~ 270° 4 (1.8)14 �⁄� (374) 7 �⁄�� (192) 4 �⁄� (104)

Length
In (mm)

Width
In (mm)

Height
In (mm)

Adjust Angle
(Degrees)

Net Weight
lbs (kg)

ASC25 77 (35)

W.L.L.
lbs (kg)

AUSAVINA�GLASS�-�GLUING�CLAMP

- Designed to hold two sheets of glass in place during gluing.
- Made from aluminum alloy, so it is lighter and durable.
- Suction cups are made of high-grade rubber.
- Angle adjuster is from 45 to 270 degrees.
- Superior measurement system can provide increased accuracy.

SAFE EFFICIENT EASY TO USE

AUSAVINA�MITER�FIT�CLAMP

- Ausavina Miter Fit Clamp is an ideal tool for positioning, joining and gluing the two stone slabs 
perpendicularly. AMFC200 is combined with the many working table frames, which are available at 
workshops, factories, etc.

- Adjustable clamping assembly is flexibly designed for many different sizes of slabs.
- Simply design with easy operation for maximizing work efficiency.
- Composed byf detachable parts and components, the equipment is easily disassembled and reassembled 

for convenience of storage or transportation.

Model
Length

In (mm)
Width

In (mm)
Height

In (mm)
Net Weight

lbs (kg)

AMFC200 84 �/₈ (2150) 15 ⁵/₈ (397) 15 ¹/�� (382) 50.6 (23)
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- Ausavina Sink Lock is specifically designed for positioning and gluing of sink to the countertop. 
It ensures absolute positioning and secures the work.
- Ausavina Sink Lock securely supports your sink while glue is curing and has a quick release lock for easy 
removal.
- It includes a carrying case.

W.L.L. : Working Load Limit

SLS24 18 �⁄� (480) 6.6 (3) 660 (300)

SLD48 18 �⁄� (480) 13.2 (6) 660 (300)

24 �⁄� (616) 5 �⁄� (150) 2 ��⁄�� (68)

48 ��⁄�� (1236)        5 �⁄� (150)           2 ��⁄�� (68)

Net Weight
lbs (kg)

Length
In (mm)

Width
In (mm)

Height
In (mm)

Depth Cap
In (mm)

W.L.L
lbs (kgMODEL

AUSAVINA�SINK�LOCK

SLS24

SLD48

The two thread sha�s can be movable to be suitable for washbowl hole sizes.
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Ausavina Single Handed Carry Clamps are designed to lift and carry stone slabs safely in an upright position. 
Ausavina Single Handed Carry Clamps require only one hand per person. Two men can easily lift and handle 
heavy slabs. It is portable and safe to use. Rubber padded jaws are vulcanized to increase grip pressure and 
protect slabs from scratching.

Ausavina Double Handed Carry Clamps are designed to lift and transport stone slabs safely without using a 

forklift truck. The fully vulcanized rubber pads provide added grip and prevent from damage to the slab. The 

weight of the slab itself exerts a sufficient clamping force by such a simple lifting device. By eliminating the use 

of a forklift truck, the Carry Clamps help users to work more efficiently. You can use multiple Carry Clamps to 

move larger slabs with ease.

AUSAVINA�SINGLE�HANDED�CARRY�CLAMPS

AUSAVINA�DOUBLE�HANDED�CARRY�CLAMPS

SOLD IN PAIRS

SOLD IN PAIRS

SHC25

SHC40

MODEL

W.L.L. : Working Load Limit

6.16 (2.8) 220 (100)7 ��⁄�� (201) 4 �⁄� (120) 7 �⁄� (200)     

Length
In (mm)

Width
In (mm)

Height
In (mm)

Grip Range
In (mm)

Net Weight Per Pair
lbs (kg)

W.L.L Per Piece
lbs (kg)

0 ~ ��⁄�� (0    25)~

6.82 (3.1) 220 (100)8 �⁄�� (215) 4 �⁄� (120) 7 �⁄� (200)     0 ~ 1 �⁄�� (0    40)~

ACC40

ACC60

MODEL

W.L.L. : Working Load Limit

11.44 (5.2) 550 (250)11 �⁄�� (288)    5 �⁄� (130)  0 ~ 1 �⁄�� (0 ~ 40)

Length
In (mm)

Width
In (mm)

Height
In (mm)

Grip Range
In (mm)

Net Weight Per Pair
lbs (kg)

W.L.L Per Piece
lbs (kg)

11.88 (5.4) 550 (250)13 ��⁄��  (348)   0 ~ 2 �⁄� (0 ~ 60) 9 �⁄�� (240)  

 9 �⁄�� (240)  

5 �⁄�� (132)  
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Ausavina Double Handed Giant Carry Clamps (ADHGC100) is a handy tool for lifting and moving the stone slab 
sized small to medium without using a forklift truck or other equipments. Clamp jaws covered by the rubber 
layer provide the gripping force firmly and increase the slab’s surface protection.

20 ��⁄�� (528)

MODEL
Length

In (mm)
Width 

In (mm)
Height

In (mm)
Grip Range

In (mm)
Net Weight Per Pair

lbs (kg)
W.L.L Per Piece

lbs (kg)

 ADHGC100 11 �⁄�� (290) 5 �⁄� (136) 0 ~ 3 ��⁄�� (0 ~ 100) 19.8 (9) 440 (200)

W.L.L. : Working Load Limit

AUSAVINA�DOUBLE�HANDED�GIANT�CARRY�CLAMPS

SOLD IN PAIRS

The fully vulcanized rubber pads 
provide added grip and prevent from 

damage to the slab

It is designed as Ausavina Handed Carry Equipment to lift and move slabs of small and medium sizes. The 
equipment is best for handling stone and glass material within the worksite or any construction area. The 
ACC100 ensures safety and boosts productivity while it is easy to operate and store.

MODEL

ACC100

AUSAVINA�DOUBLE�HANDED�CARRY�CLAMPS

W.L.L. : Working Load Limit

Net Weight
Per Pair - lbs (kg)

Length
In (mm)

Width
In (mm)

Height
In (mm)

W.L.L Per Piece
lbs (kg)

Grip Range
In (mm)

15 �⁄� (394) 11 �⁄� (286) 7 ��⁄�� (196) 0 - 4 �⁄�� (0 - 110) 28.6 (13) 440 (200)

SOLD IN PAIRS
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Ausavina Gripper is an excellent hand tool designed for lifting, carrying and moving large heavy panels of 
material sheets comfortably. The Aluminum Jaws are lightweight, durable and are covered with rubber to 
protect the material  sheets. It has a rubberized handle for firm and comfortable grip.

AG028

MODEL

AUSAVINA�GRIPPER

W.L.L. : Working Load Limit

Length
In (mm)

Width
In (mm)

Grip Range
In (mm)

Net Weight 
lbs (kg)

W.L.L.
lbs (kg)

110 (50)6 �⁄� (156) 2.86 (1.3)7 �⁄�� (186) 4 �⁄� (114) �⁄� ~ 1 �⁄� (3 ~ 28)

Height
In (mm)

 - Ausavina Easy Work Single Carry Clamp is designed for lifting small and medium sized slabs manually and 
safely, and for transporting without using a forklift or any equipment. It is very handy and useful at workshops, 
work sites, etc. and is ideal in lifting and moving the slabs independently.
- The fully vulcanized rubber pads provide an added grip and prevent damage to the slab.
- Ausavina Easy Work Single Carry Clamp is a useful tool to increase productivity and safety for operators.

EWSCC50

MODEL

AUSAVINA�EASY�WORK�SINGLE�CARRY�CLAMP�

W.L.L. : Working Load Limit

Length
In (mm)

Width
In (mm)

 Grip Range
In (mm)

5 �⁄� (137)
 ⁹⁄₁₆ ~ 1 ⁹⁄₁₆
(15 ~ 50)

9 �⁄� (251) 7 ��⁄�� (195)

Height
In (mm)

 Net weight
Per Pair - lbs (kg)

 6.16 (2.8)

 W.L.L Per Pair
lbs (kg)

 220 (100)
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- With the Ratchet Seam Setter M2, your countertops will be perfectly joined and leveled.
- With two 8 inches (203 mm) diameter suction cups, our Seam Setter is strong enough for the required tasks.
- The Ratchet Seam Setter M2 has two leveling points to prevent slippage.

AUSAVINA RATCHET SEAM SETTER M2

Net Weight
lbs (kg)

Length
In (mm)

Width
In (mm)

Height
In (mm)

ARSS2 13.2 (6) 8 (203)18 �⁄� (470) 9 �⁄� (245) 8 �⁄� (225)

MODEL
Cup Diameter

In (mm) 

Before After

AUSAVINA�RATCHET�SEAM�SETTER
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AUSAVINA QLI SEAM SETTER WITH 2x8 SUCTION CUPS

Ausavina Qli Seam Setter With 2x8 Suction Cups or With 4x5 Suction Cups are new models of Seam Setter 
series aiming for increasing the productivity level. Instead of turn-knobs, all suction cups are equipped with 
levers so that it can be easily operated for vacuum action. One more impressive feature is that by using the 
knurled roller, the user/operator can simply align the gap between two stone slabs.

AUSAVINA QLI SEAM SETTER WITH 4x5 SUCTION CUPS

AQSSW2x8

Net Weight
lbs (kg)

11.7 (5.3)

Length
In (mm)

Width
In (mm)

Height
In (mm)

22 �⁄� (565) 9 ��⁄�� (250) 3 �⁄�� (90)

AQSSW4x5 7.7 (3.5)15 �⁄� (400) 12 �⁄� (315) 3 �⁄� (79)

MODEL

After

Before

After

Before

AUSAVINA�QLI�SEAM�SETTER�WITH�SUCTION�CUPS

Lightweight & Strong Aluminum

Precise leveling

Reliable hold

Lightweight, compact, easy to
transport 
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- The Ausavina Easy Work Seam Setter with Battery is designed to position and join two stone slab tiles and 
the like at the identical heights with the same gaps before gluing.
- Easily align the gap between two stone slabs by turning the knurled roller.
- The suction cups are made of soft rubber material which enhances firm adhesion between stone slabs and 
the suction cups. In addition, the rubber material can prevent from scratches on stone slab surfaces.
- With its simple design, the device is easy to operate, and faultless operations can assure quality and 
productivity at the same time. The device is easy to be packed for transportation.
- The Ausavina Easy Work Seam Setter with Battery is mainly made of aluminum, so it is lightweight but 
durable.
- It consists of two rubber suction cups and leveling screws with attached plastic spacer to protect the stone 
slab surface from damaging.
- The relief valve is for releasing the vacuum pressure quickly in order to separate the countertop from the 
suction cup easily.
There are two vacuum modes:

AEWS203

Net Weight
lbs (kg)

11.44 (5.2) 7 ��⁄�� (203)

Length
In (mm)

Width
In (mm)

Height
In (mm)

Cup Diameter
In (mm)

20 ��⁄�� (532) 8 �⁄� (226) 3 �⁄� (82)

MODEL

AEWSWB203 14.96 (6.8) 7 ��⁄�� (203)20 ��⁄�� (532) 8 �⁄� (226) 3 �⁄� (82)

AEWS203

Manual Mode by repeatly press  plunger

AEWSWB203
Ba�ery Mode/ Power Mode/ Manual Mode

Before

After

AUSAVINA�EASY�WORK�SEAM�SETTER�WITH�BATTERY

Before

After
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- Ausavina EZ-Pro Battery Seam Setter (AEBSS12V) is designed with easy adjustment feature to help 
position and join the two slab tiles together equally by its edges prior gluing them.
- Two rectangular suction cups are made of soft rubber material which enhances firm adhesion between the 
two stone slab tiles and the suction cups.
- This seam setter is fully operated by battery system via the control buttons functioned Power, Vacuum, 
Release, and Movement.

AEBSS12V

Net Weight
lbs (kg)

17.6 (8) 14.4V - 3Ah

Length
In (mm)

Width
In (mm)

Height
In (mm)

Voltage
(VDC)

20 �⁄�� (510) 10 �⁄� (270) 5 �⁄�� (142)

MODEL

Before After

AEBSS12V

Control bu�on system

Ba�ery indicator

Easily replace the ba�eries

AUSAVINA�EZ-PRO�BATTERY�SEAM�SETTER
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- Leveler is designed to level the surface of your countertops.

SOLD IN PAIRS

Before After

4.4 (2)5 �⁄�� (135) 3 �⁄� (92)

Width
In (mm)

Height
In (mm)

Net Weight Per Pair
lbs (kg)

ALR200 7 �⁄� (200)

Length
In (mm)

Model

- Lightweight

Ausavina Sink Hole Support System is a device that protects the finished stone piece from cracking during lifting, 
moving and installation. The device is an ideal solution to strengthen countertop with sink hole cutout, 
especially for fragile stone materials. This versatile design uses the combined clamping power of 20 single 
suction cups with two high strengthen extruded aluminum support rails. The suction cups quickly slide and lock 
in the rail for your choice of placements around sink holes.

AUSAVINA�LEVELER

AUSAVINA�SINK�HOLE�SUPPORT�SYSTEM
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SOLD IN PAIRS

2 20 50.6 (23)

Net Weight
for one set

lbs (kg)

Number Of
Aluminum Bars

(pcs)

Number Of
Suction Cups

(pcs)

ONE SET FOR TWO BARS

SH83 3 �⁄� (85)

Height
In (mm)

82 ��⁄�� (2100)

Length
In (mm)

15 ��⁄�� (402)

Width
In (mm)

SIZE OF ONE BAR

MODEL

W.L.L. : Working Load Limit

Net Weight
lbs (kg)

1 ��⁄�� (50) 0.3 (0.136)

W.L.L.
lbs (kg)

55 (25) 4 �⁄�� (107)

Height
In (mm)

Diameter
In (mm)

MODEL

TSL4-B

TSL4-W

AUSAVINA�SINK�HOLE�SUPPORT�SYSTEM

AUSAVINA�TILE�SUCTION�LIFTER

- Designed to pick up �les with ease. The suc�on is ac�vated by simply pressing down the center of the knob.
- The use of the Tile Suc�on Li�er increases the accuracy and efficiency. It is the perfect solu�on for leveling
   �les thas have already been laid in place.
- It is small with a total net weight of just 0.3 lbs (0.136 kg) and can li� up to 55 lbs (25 kg) safety.
- It is available with either white (TSL4-W) or black (TSL4-B) high quality natural rubbers.
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 This product is best for stone and glass.

- Suc�on Cups can be removed easily for cleaning purpose.

W.L.L. : Working Load Limit

AUSAVINA DOUBLE SUCTION LIFTER

SLD121 SLT128

AUSAVINA TRIPLE SUCTION LIFTER

- Designed for moving stone, large glass, and bulky materials.
- Clamping: A strong vacuum force is generated by suc�on cups to ensure it to stand up to the required task.
- Easier to move with aluminum alloy handholds.

SLD121 12 ��⁄�� (329)

SLT128

198 (90)

330 (150)

1.98 (0.9)

2.64 (1.2)

3 ��⁄�� (100)

12 ��⁄�� (326) 8 ��⁄�� (227) 3 ��⁄�� (100)

Net Weight
lbs (kg)

Length
In (mm)

Width
In (mm)

Height
In (mm)

W.L.L.
lbs (kg)

4 �⁄� (120)

MODEL

Net Weight
lbs (kg)

1.76 (0.8)

W.L.L.
lbs (kg)

176 (80)

Diameter
In (mm)

 8 �⁄� (210)

Height
In (mm)

3 �⁄� (80)

Length
In (mm)

8 �⁄�� (205)VC200P

MODEL
Width

In (mm)

8 �⁄�� (205)

AUSAVINA�HAND�HELD�SUCTION�CUP

AUSAVINA�DOUBLE�/�TRIPLE�SUCTION�LIFTER
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- Portable, Efficient, and Versa�le to use.
- Simple, fast, and effec�ve opera�ons.
- Firm and accurate drilling guide enables higher capacity for effec�ve opera�ons.

Note: Drilling machine is not included.

AUSAVINA DRILLING GUIDE M3

AUSAVINA�DRILLING�GUIDE�M3
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AUSAVINA FORKLIFT BOOM AFJ25-B

DGM3

Net Weight
lbs (kg)

15.4 (7)15 �⁄�� (395) 15 ��⁄�� (402)

MODEL
Length

In (mm)
Width

In (mm)
Height

In (mm)

Drill fitting diameter
with and without collar

In (mm)

15 ��⁄�� (406) 1 ��⁄�� (43) - 2 �⁄�� (53)

- Ausavina Smart Forkli� Boom is a forkli� a�achment which support to move stone slabs from one place to 
another by a�aching the li�er equipment to it and other hanging purposes.
- This Forkli� Boom is designed to be used in �ght spaces and it can fit various length ar�cles by telescopic 
ac�ons.
- Easy storage, package and transporta�on.

ASFJ27

Vary the reach of boom by 
telescopic ac�on

Create a safe distance 
between the forkli� 
boom and the top 
edge of slab.

Even in the restricted 
h e i g ht  s p a c e ,  t h e 
forkli� boom will work 
well.

W.L.L. : Working Load Limit

MODEL
Length

In (mm)
Width

In (mm)
Height

In (mm)
Net Weight

lbs (kg)
W.L.L.

lbs (kg)

67 �⁄�� (1710) 20 �⁄� (520) 5 ��⁄�� (145) 4620 (2100)ASFJ27

Max Load When
Fully Extended

lbs (kg)

1540 (700)198 (90)

AUSAVINA�SMART�FORKLIFT�BOOM



AUSAVINA FORKLIFT BOOM AFJ25-B

- Forkli� Boom (AFJ25-B) is a forkli� a�achment. It is designed to li�ing and moving goods, packages or other 

hanging purposes.
- Forkli� Boom is designed to fit various length ar�cles by telescopic ac�ons.
- The boom can allow extending the boom length to 99 �⁄�” (2522 mm).
- This Forkli� boom is made of steel for high durability and strength purposes.
- The main base of the forkli� boom is designed with the two U shaped bars to easily combining with the forkli� 

forks for support in transporta�on.
-  At the tail end of the boom base, a safety chain is mounted to hook it to the forkli� mast to avoid slipping off 

from the forkli� forks.

AUSAVINA�FORKLIFT�BOOM

W.L.L. : Working Load Limit

Max Load When
Fully Extended

lbs (kg)

Height
In (mm)

Width
In (mm)

Length
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

AFJ25-B

MODEL

61 �⁄� (1565) 22 ��⁄�� (580) 11 �/� (285) 1540 (700) 204.6 (93) 6160 (2800)

60”(1523 mm)

99 �⁄₄”(2522 mm)
1540 lbs
(700 kg)

3080 lbs
(1400 kg)

4620 lbs
(2100 kg)

6160 lbs
(2800 kg)

79 �⁄�”(2022 mm)

42”(1067 mm)
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80 ��⁄��” (2056 mm)

1
8

 �⁄
�”

 (
4

6
3

 m
m

)

49 �⁄�” (1254 mm)

79 �⁄��” (2018 mm)

98 �⁄�” (2496 mm)

117 �⁄��” (2973 mm)

135 ��⁄��” (3450 mm)

4840 lbs 
(2200 kg)

3080 lbs 
(1400 kg)

2200 lbs 
(1000 kg)8800 lbs 

(4000 kg)

7040 lbs 
(3200 kg)

The Ausavina Forkli� Boom offers versa�lity with maximum visibility for the operator. When fully extended, 
Forkli� Boom reaches up to 135 ��⁄��” (3450 mm).

AUSAVINA FORKLIFT BOOM AFJ35

W.L.L. : Working Load Limit

Max Load When
Fully Extended

lbs (kg)

Height
In (mm)

Width
In (mm)

Length
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

AFJ35 80 ��⁄�� (2056) 22 �⁄� (578) 18 �⁄� (463) 2200 (1000) 328.9 (149.5) 8800 (4000)

MODEL

AUSAVINA�FORKLIFT�BOOM

AUSAVINA SWING-ARM FORKLIFT BOOM

Ausavina Swing-Arm Forklift Boom is ideal for moving slabs which are hard to reach slabs. It is particularly 
designed for unloading from closed top containers and small factories where space is a critical factor. The swing 
arm has 5 lock points and various angles with length extended up to 2.7 yard (2.5 m). Paired with a lifter, it is the 
best way to unload from containers.

W.L.L. : Working Load Limit

59 ��⁄��”(1520 mm)

98 �⁄�”(2500 mm)
1540 lbs
(700 kg)

2640 lbs
(1200 kg)

4400 lbs
(2000 kg)

6160 lbs
(2800 kg)

Max Load When
Fully Extended

lbs (kg)

Height
In (mm)

Width
In (mm)

Length
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

67 �⁄�� (1710) 35 �⁄�� (900) 16 �⁄�� (420) 1540 (700) 286 (130) 6160 (2800)

MODEL

AFJS25

AUSAVINA�SWING-ARM�FORKLIFT�BOOM
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W.L.L. : Working Load Limit

14 �⁄��
(363)

338.8
(154)

MODEL

ATFB25
78 �⁄� ~ 138 �⁄��
(1990 ~ 3510)

22 ��⁄��
(582)

Length
In (mm)

Height
In (mm)

Net Weight
lbs (kg)

Width
In (mm)

Max Load When
Fully Extended

lbs (kg)

W.L.L.
lbs (kg)

1540 ~ 6380
(700 ~ 2900)

1540
(700)

- Ausavina Telescopic Forklift Boom is a forklift attachment. It is designed to hang lifting equipment or any other 
hanging purposes. Telescopic Forklift Boom is designed to fit various length articles by telescopic actions.
- The Telescopic Forklift Boom can allow extending the boom length to nearly 134'' (3.4 m)
- Ausavina Telescopic Forklift Boom is made of steel, consists of two main pipes and a base.
- At the tail end of the boom base a safety chain is mounted to hook it to the forklift mast to avoid slipping off 
from the forklift forks.

AUSAVINA�TELESCOPIC�FORKLIFT�BOOM
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Thanks to its unique design, the Loader can combine with a forklift truck to unload goods from container quickly 
and actively than other equipment which has the same function using along with hoist. Load capacity up to 5 
tons allow to lift the large and heavy slab bundles easily. With its effective and optimum features help minimize 
the participation of labor and increases the safety level during operation.

AUSAVINA�CONTAINER�BUNDLE�SLAB�LOADER

ACBSL5T

SAFE OPTIMUM FLEXIBLY CONTROL

The reach of tubes is op�mized to 
reduce the loads when li�ing and 
to take advantage of using small 
capacity forkli� truck.

Equipped with wireless control to 
e a s i l y  a d j u st  t h e  d i sta n c e 
between two tubes.

MODEL
Length

In (mm)
Width

In (mm)
Height

In (mm)
Working Load Limit

lbs (kg)

135 �⁄� (3445) 39 �⁄�� (996) 43 �⁄�� (1107) 11000 (5000)ACBSL5T

Distance between
2 tubes - ln (mm)

3 ��⁄�� ~ 23 �⁄�
(100 ~ 600)

27
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Two tubes can fit various length 
ar�cles to hold a bundle of stone 
slabs firmly during unloading.

Remote control

Choose the appropriate forkli� truck to
maximize the li�ing capacity of the Loader

Load limit
lbs (kg)

Forkli� truck's
Load capacity (ton)

5000

4150

3520

2900

2200

10

9

8

7

5.5



Ausavina Double Forklift Boom is a forklift truck attachment. It is designed for lifting crated slabs of marble and 
granite from closed top containers. It has the ability to lift stone slab bundles securely. This particular product is 
invented with the intention to help operators to improve load handling with safety and increase efficiency.

W.L.L. : Working Load Limit

Width
In (mm)

Length
In (mm)

Height
In (mm)

Max Load When
Fully Extended

lbs (kg)

Net Weight
lbs (kg)

105 �⁄� (2677) 40 �⁄�� (1024) 13 ��⁄�� (355) 3300 (1500) 1100 (500)

120 �⁄� (3058) 58 �/� (1480) 16 �⁄�� (408) 6600 (3000) 1837 (835) 11000 (5000)

MODEL

ADFB30

ADFB50

W.L.L.
lbs (kg)

6600 (3000)

AUSAVINA�DOUBLE�FORKLIFT�BOOM

AUSAVINA DOUBLE FORKLIFT BOOM 

ADFB30

ADFB50
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97 ��⁄��”(2481 mm)

WORKING LOAD LIMIT

58 ��⁄��”(1490 mm)

88 ��⁄��”(2260 mm)

119 �⁄��”(3030 mm)

WORKING LOAD LIMIT



- Ausavina Pivot Forklift Boom is a lifting and unloading equipment which is used along with a forklift truck.
- It is the optimal choice for lifting and unloading goods. Ausavina Pivot Forklift Boom is made from reinforced 
steel; therefore, it is extremely strong and highly durable. With the ability of changing the lifting angle easily, it 
will help the forklift driver to reach different places of varied heights and be more productive.
- The Winch loaded on top shall make the lifting angle change by hooking the steel wire to the top of the forklift  
mast.

Position W.L.L
lbs (kg)

①

②

③

④

⑤

⑥

⑦

1540 (700)

2310 (1050)

4400 (2000)

1760 (800)

1870 (850)

1980 (900)

2310 (1050)

X
In (mm)

170 �⁄�� (4320)

134 �⁄�� (3411)

87 �⁄� (2213)

164 ��⁄�� (4183)

153 �⁄�� (3891)

136 �⁄�� (3455)

113 ��⁄�� (2894)

Y
In (mm)

23 �⁄�� (585)

23 �⁄�� (585)

23 �⁄�� (585)

53 �⁄� (1353)

81 ��⁄�� (2075)

107 �⁄� (2721)

128 �⁄�� (3263)

⑦

⑥

⑤

④

①②③
87 �⁄�” (2213 mm)

134 �⁄�” (3410 mm)

170 �⁄��” (4320 mm)

0 X

Y

W.L.L. : Working Load Limit

88 �⁄� ~ 171 �⁄��
 (2245 ~ 4352)

21 �⁄� (536)

29 �⁄�� (748)

576.4 (262)

PFB400

Height - In (mm)

Width - In (mm)

Length - In (mm)

Net Weight - lbs (kg) 

MODEL

AUSAVINA�PIVOT�FORKLIFT�BOOM

27
50



Operating in confined spaces and around impediments. This product can provide simple and economical 
solutions to these difficulties. It can be combined with the Little Giant Lifter, Auto Lock Cable Lifter, Arcturus 
Lifter, Scissor Clamp and Stone Vacuum Lifter.

(A)

(B
)

(D)

- Electric rope hoist (1 Phase)
- Electric chain hoist (3 Phase)

Two Options:

*Electric Hoist is attached

W.L.L: Working Load Limit

- Ausavina Forklift Extensions are designed to meet users’ requirements when extended working length is 
required in a narrow working area. Ausavina Forklift Extensions are used to add the working length of the 
forklift. It allows handling of large loads with better stability.

Length (A)
In (mm)

Rotated
Angle

W.L.L.
lbs (kg)

1320 (600)

1210 (550)

1100 (500)

161 �⁄� (4105)

161 �⁄� (4105)

161 �⁄� (4105)

203 �⁄� (5175)

 223 �⁄�� (5665)

262 �⁄� (6665)

290⁰

290⁰

290⁰

177 �⁄�� (4500)

196 �⁄� (5000)

 236 �⁄� (6000)

MODEL

CAC50-4M

CAC50-5M

CAC50-6M

Height (B)
In (mm)

Height (C)
In (mm)

Maximum Reach (D)
In (mm)

127 ��/�� (3250)

127 ��/�� (3250)

127 ��/�� (3250)

SOLD IN PAIRS

Height - In (mm)

Width - In (mm)

Length - In (mm)

Net Weight Per Pair
lbs (kg) 

W.L.L. : Working Load Limit

W.L.L. - lbs (kg)

AFE083

7 �⁄�� (182)

86 �⁄� (2190)

2 �⁄� (70)

169.4 (77)

5500 (2500)

MODEL

AUSAVINA�COLUMN�ARTICULATE�CRANE�(JIB�CRANE)

AUSAVINA�FORKLIFT�EXTENSION
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-  Ausavina Hook Forkli� is a suppor�ng device when moving material from one place to another.
- Ausavina Hook Forkli� has double safety features to avoid slipping off from the forks. One is stopper levers to 
restrain the hook to the forks, and another is a safety chain to hook to the forkli� mast.

W.L.L.: Working load limit

7 �⁄�  (180)

W.L.L.

lbs (kg)
Height

In (mm)
Net weight

lbs (kg)

48.4  (22) 5500 (2500)25 �⁄��  (640) 4 �⁄� (120)

Length
In (mm)

Width
In (mm)Model

AHF25

AUSAVINA�HOOK�FORKLIFT

47
 �⁄

�”
 - 

70
 �⁄

�”
 

(1
20

0-
18

00
)

8 �⁄��”
(215 mm)

2 �⁄��”
(52 mm)

Ausavina Bundle Securing Bar is designed to lump and �e slabs together. With using a li�er the lump can be 
moved safely, it is an op�mal solu�on for increasing and improving produc�vity.
Simple design assures easy-to-use, lightweight and quick opera�on.
The two ends of the Bundle Securing Bar are covered by rubbers to protect the slabs from chipping and 
scratches.

AUSAVINA�BUNDLE�SECURING�BAR

Height
In (mm)

Net weight

Per Pair - lbs (kg)
Length

In (mm)
Width

In (mm)MODEL

8 �⁄�� (215)ABSB180 2 �⁄�� (52)47 �⁄� - 70 �⁄� 
(1200 -1800) 26.4 (12)

         Bundle
Securing Bars
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Ausavina Spreader Bar M1 is specifically designed for the stone industry. Combined with endless slings, it has 
the ability to roll the slab over. The slings are suspended on crowned aluminum rollers. The distance between 
suspending rollers can be adjusted from 16 �⁄��” to 55 �⁄�”(420 mm to 1420 mm).

Aluminum 
rollers & slings

* Endless sling are included

This Spreader Bar has the 
ability to roll the slab (360⁰)

SPREADER BAR M1 

Adjustable

Net Weight - lbs (kg)

Height - In (mm)

Width - In (mm)

Length - In (mm)

Hangers Distance
Range - In (mm)

59 �⁄�� (1510)

4 �⁄�� (110)

36 �⁄� (930)

88 (40)

6600 (3000)

16 �⁄�� ~ 55 �⁄�
(420 ~ 1420)

MODEL ASB056M1

W.L.L: Working Load Limit

W.L.L of Sling Belts
(set of 2) lbs (kg)

AUSAVINA�SPREADER�BAR

AUSAVINA SPREADER BAR M3 

55 �⁄� (1400) 3 �⁄� (85) 13 �⁄� (350) 30 ��⁄�� ~ 49 �⁄� (780 ~ 1260) 96.8 (44) 7700 (3500)

Length
In (mm)

Width
In (mm)

Height
In (mm)

W.L.L.
lbs (kg)

Net Weight
lbs (kg)

55 (25)55 �⁄�� (1408) 3 �⁄� (85) 13 �⁄� (350) 9900 (4500)30 ��⁄�� ~ 49 �⁄� (780 ~ 1260)

MODEL

ASB056M3

ASB056M4

Length Range
In (mm)

AUSAVINA SPREADER BAR M4 

* Chains are included * The Scissor clamps and chains are not included.

W.L.L. : Working Load Limit

Ausavina Spreader Bar shall be combined with a forklift boom and a forklift truck to move a large slab in a safe 
and quick manner. The Chain System is designed for safe and convenient operation. The hanging span is 
adjustable for different load sizes.
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AUSAVINA�SPREADER�BAR

Ausavina Spreader Bar M6 has a convenient and effective design where straps can easily be hooked onto the 
Bar at each designated slot for moving large slabs of 9900 lbs (4500kg) safely.

AUSAVINA SPREADER BAR M6 

AUSAVINA SPREADER BAR M7 

- Ausavina Spreader Bar M7 is an efficient support tool for maneuvering slabs from one place to another.
- The sleeve structure enables to change its width easily and retract neatly when not in use.
- Ausavina Spreader Bar M7 is made of steel and the clamps can be attached to 3 different positions on the bar to 
accommodate stone slabs of different width including much wider stone slabs.

55�⁄�”(1410 mm)
13200 lbs (6000 kg)

68 �⁄�”(1730 mm)
9900 lbs (4500 kg)

103 �⁄�”(2626 mm)
5940 lbs (2700 kg)

* Straps are included

Combined with
a forklift boom

Installed on 
a forklift

W.L.L.: Working load limit

106 �⁄�� (2700) 9 ��⁄�� (250) 14 ��⁄�� (379)

W.L.L.

lbs (kg)
Length

In (mm)
Width

In (mm)
Height

In (mm)

5940 ~ 13200
(2700 ~ 6000)

Model

ASB106M7

Net weight

lbs (kg)

209 (95)

W.L.L. : Working Load Limit

106 �⁄� (2708)

4 �⁄�� (112)

15 �⁄� (390)

114.4 (52)

W.L.L.  - lbs (kg)

Net Weight - lbs (kg)

Height - In (mm)

Width - In (mm)

Length - In (mm)

Length Range - In (mm)

 7700 ~ 9900 (3500 ~ 4500)

57 �⁄� ~ 104 �⁄� (1460 ~ 2660)

ASB106M6MODEL
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AUSAVINA�SPREADER�BAR

- Ausavina Spreader Bar is an efficient support tool for maneuvering  slabs from one place to another.
- Ausavina Spreader Bar combines with a forkli� truck to move a large slab safely and quickly. Chain system 
is designed for safe and convenient opera�on.

AUSAVINA SPREADER BAR M8

AUSAVINA SPREADER BAR M9

W.L.L.: Working load limit

2140 mm

6
1
8
 m

m

 1
2

5
 m

m

1950 mm

89 �⁄�� (2272) 9  ��⁄�� (250) 17 �⁄�� (439)

W.L.L.
lbs (kg)

Length
In (mm)

Width
In (mm)

Height
In (mm)

17600 (8000)

Model

ASB90M8

Net Weight
lbs (kg)

231 (105)

ASB84M9 84 �⁄� (2140) 4 ��⁄�� (125) 24 �⁄�� (618) 356.4 (162)

8800 (4000)

Chains are not included
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- Manual feeding operation.
- Simple, fast and easy to use.
- Air motor for safe operation.
- Combined with flex polishing pads helps users save effort and time.

APM80M1

APM80M2
⁰ 90 Polishing

- Designed for polishing stone slabs at 90 and 45 degree angle.

- Designed for polishing stone slabs at 90 degree angle.

Length
In (mm)

Width
In (mm)

Height
In (mm)

15 �⁄� (390) 8 �⁄�� (224) 

Net Weight
lbs (kg)

18.7 (8.5)9 �⁄�� (234)

12 �⁄�� (310) 6 �⁄� (169) 13.2 (6)7 �⁄�� 8  (1 0)APM80M2

APM80M1

MODEL

Max. pad size 3 ��⁄��”(100 mm)

Max. speed 4500 (rpm.)

Air pressure 6 Bar

 Power

Pneumatic hand tool

Air flow rate: 0.46m³/ min

Water Pump

1Phase

50 - 60 HzFrequency

Power

USA INTERNATIONAL

110V/50W 220V/50W0.43 HP/0.32 kW

AUSAVINA�AIR�POLISHING�MACHINE

⁰ 90 Polishing
⁰ 45 Polishing
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- Ausavina Multi-Grinding Machine is one of the most highly effective and economical multi-purpose stone slab 
processing machines; which is specifically designed to perform edging tasks.

- It is small, lightweight, and convenient to use with an easy operation system.
- The flexible and smooth roller system is highly useful for an operator.

USA

Power

Voltage

Frequency

Speed

Phase

2.0 kW

110 V

60 Hz

0 ~ 8500 rpm.

1

INTERNATIONAL

2.2 kW

220 V

50 Hz

0 ~ 8500 rpm.

1

Water Pump (Single Phase)

Power 110V/50W 220V/50W

Length
In (mm)

Width
In (mm)

Height
In (mm)

19 �⁄� (496) 10 ��⁄�� (272) 

Net Weight
lbs (kg)

10 �⁄� (260) 39.6 (18)

MODEL

AMG22

Note:  Grinding tools are not included. 
          

- Ausavina Stone Spli�er is 
designed to split the interlocking 
paver blocks in construc�ons.
- The spli�ng ac�on is in an eye’s 
blink.
- U�lizing Stone Spli�er helps to 
reduce labor and ensures safety 
and speedy opera�ons.
- Easy to move from one place 
to another by equipped wheels.

W.L.L. : Working Load Limit

Model SS120

37 �⁄� (950)
Length

In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
lbs (kg)

18 �⁄� (460)

57 �⁄� (1470)

120.12 (54.6)

Cut Range
In (mm)

��⁄�� - 4 �⁄�
(20 - 120)

AUSAVINA�MULTI-GRINDING�MACHINE

AUSAVINA�STONE�SPLITTER
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- Ausavina Stone Saw TS1 has a casted aluminum working table guided by dual linear bearings on induction 
hardened chrome bars (avoid rusting).

- TS1 cuts accurately every time. Cutting angle ranges from 45 ~ 90 degrees.
  - TS1 is now available with wheels for easy  transportation.
  - Powder coated water pan provides additional strength while preventing rust and scratches.
  - Includes a sturdy and lightweight steel stand.
  - Submersible water pump provides high output coolant for maximum protection to the diamond blades.
  - Switch contains thermal circuit breaker that protects against overload and short circuit.
  - Features a specially designed table that supports larger size tiles.
  - An adjustable stop guide is included.
  - Built-in handles  for easy transportation.

AUSAVINA STONE SAW TS1

Height - In (mm)

47 ��⁄�� (1215)

Width - In (mm)

30 �⁄� (772)

Length - In (mm)

41 �⁄�� (1055) 

Net Weight - lbs (kg)

187 (85)

MODEL

TS1

INTERNATIONAL

Power

Voltage

Frequency

Phase

Speed

1.1 kW

110 V

60 Hz

1

3400 rpm.

1.1 kW

220 V

50 Hz

1

2800 rpm.

Motor Parameter USA

Power 110V/50W 220V/50W

Water Pump

Unit

Blade Diameter
0Cutting depth at 90

 0Cutting depthat 45

Cutting length

10” (254 mm)

2 �⁄��” (55 mm)

1 �⁄��” (30 mm)

26 ��⁄��” (660 mm)

TS1

Powerful 1.1 kW Motor

Thermal Circuit Breaker SwitchInduction hardened
chrome bar

90⁰ Cutting

Sturdy
Light-weight
Steel Stand

Fully submersible
Direct Drive pump

45⁰ Cutting

From 45⁰ ~ 90⁰
Cu�ng Range

Casted Aluminium 
Working Table

Built-in Handles

Guided by Dual Linear Bearing

AUSAVINA�STONE�SAW
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- The powerful Ausavina Stone Saw MODS1 features a 3HP motor and guided by dual linear bearings on 

induction hardened chrome bar (avoid rusting). MODS1 is suitable for construction sites as well as workshops. 

It is incorporated with wheels and rollers for effortless single-handed transport. MODS1 features an electric 

drive submersible water pump.

- Bolted down casted aluminum working tables.

AUSAVINA STONE SAW MODS1

45⁰ cutting 90⁰ cutting

* ModS1 - 1P (1 Phase)

* ModS1- 3P (3 Phase)

Horsepower

Voltage

Frequency

Phase

Speed

2 kW

110 V

60 Hz

1

3400 rpm.

Power 110V/50W

INTERNATIONAL

2.2 kW

220 V

50 Hz

1

2800 rpm.

220V/50W

Water Pump

Motor Parameter USAUnit

41 �⁄��” (1050 mm)

10”    11 ��⁄��” 254 mm 300 mm 

2 �⁄�”1 ��⁄��” 50 mm 60 mm 

Inches Millimeters

��⁄��” 1 �⁄��” 25 mm 30 mm 

Blade Diameter

Cu�ng depth at 90⁰

Cu�ng depth at 45⁰

Cu�ng length

MODS1

350 mm13 �⁄�” 

80 mm

1�⁄��” 40 mm

3 �⁄�”     

Unit

Blade Diameter

Cu�ng depth at 90⁰

Cu�ng depth at 45⁰

Cu�ng length 41 �⁄��” (1050 mm)

10”    11��⁄��” 254 mm 300 mm 

2 �⁄�”1 ��⁄��” 50 mm 60 mm 

Inches Millimeters

��⁄��” 1�⁄��” 25 mm 30 mm 

MODS1

62 �⁄� (1585) 76 �⁄� (1950) 343.2 (156)56 �⁄� (1439)MODS1

MODEL
Length

In (mm)
Width

In (mm)
Height

In (mm)
Net Weight

lbs (kg)

AUSAVINA�STONE�SAW

3.7 kW

220 V

60 Hz

3

3400 rpm.

Power 110V/50W

INTERNATIONAL

3.7 kW

380 V

50 Hz

3

2800 rpm.

220V/50W
Water Pump

USAMotor
Parameter

Horsepower

Voltage

Phase

Frequency

Speed
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- The powerful Ausavina Stone Saw MODS2 is ideal for construction sites and workshops. On one side, the saw 
has a roller conveyor which makes for easy loading, while on the other side, the adjustable stops make exact 
parallel cuts. Incorporated in this machine are wheels and rollers for easy  transportation.
- The MODS2 features an electric direct drive fully submersible water pump. Accessories include 2 side benches 
with rollers and 2 support arms with stops.

90⁰ cutting45⁰ cutting

AUSAVINA STONE SAW MODS2

* ModS2 - 1P (1 Phase)

* ModS2- 3P (3 Phase)

Millimeters

254 mm  300 mm  

   50 mm    60 mm  80 mm

25 mm    30 mm     40 mm

1650 mm

3

Inches

10’’       11 ��⁄��’’       13 �⁄�”

        1 ��⁄��’’    2 �⁄�’’          3 �⁄�’’ 

   ��⁄��’’      1 �⁄��’’      1 �⁄��’’ 

65’’

3

Blade Diameter

Depth of cut at 90⁰

Depth of cut at 45⁰

Max. Cutting length

Phase

Dimensions

350 mm

Water Pump
Power 110V/50W 220V/50W

2.2 kW

220V

50 Hz

2800 rpm.

2 kW

110V

60Hz

3400 rpm.

Frequency

Motor Parameter

Speed

Horsepower

Voltage

INTERNATIONALUSA

83 �⁄�� (2110) 82 ��⁄�� (2108)

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
lbs (kg)

MODS2 572 (260)64 �⁄� (1644)

MODEL

Millimeters

254 mm  300 mm

50 mm   60 mm

25 mm   30 mm

1650 mm

1

Inches

10”              11 ��⁄��” 

1 ��⁄��”                 2 �⁄�”   

 ��⁄��” 1 �⁄��”  

64 ��⁄��” 

1

Blade Diameter

Depth of cut at 90⁰

Depth of cut at 45⁰

Max.  Cutting length

Phase

Dimensions

Water Pump

Power 110V/50W 220V/50W

3.7 kW

380V

50 Hz

2800 rpm.

3.7 kW

220V

60Hz

3400 rpm.

Frequency

Speed

Horsepower

Voltage

Motor Parameter INTERNATIONALUSA

AUSAVINA�STONE�SAW
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Ausavina Fabrication Stand is designed to support slabs for polishing, sharpening, cutting, and many other 

purposes. The height is adjustable from 31 �⁄�” to 39 �⁄�”(800 mm to 1000 mm) and accommodates all slab 

lengths by adding another stand. The top is covered with rubber to protect slabs from being damaged. It folds 

easily for transporting from job to job.

W.L.L. : Working Load Limit

AFS3139

AUSAVINA FABRICATION STAND

SOLD IN PAIRS

Length
In (mm)

26 �⁄�� (662)

Width
In (mm)

Height
In(mm)

31 �⁄� ~ 39 �⁄� (800 ~ 1000) 1430 (650) Per Piece
2860 (1300) Per Set

W.L.L.
lbs(kg)

59.4 (27)18 �⁄�� (462)AFS3139

MODEL
Net Weight

Per Pair
lbs (kg)

AUSAVINA�FABRICATION�STAND
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- The Ausavina Tilt Glass Cu�ng Table is for placing materials to cut or any other processes which is easy to move  
the material up and down. The AusavinaTilt Glass Cu�ng Table is suitable for mass product line.
- The Ausavina Tilt Glass Cu�ng Table is mainly made of steel. Use SAE 20 (ISO No.46) hydraulic Oil for Hydraulic 
system to provide an economical opera�on in machinery. Design with a powerful hydraulic system for li�ing and 
�l�ng the table from horizontal to 78� ver�cal and reverse. The simple construc�on makes it easy to operate 
without making a lot of noise. 

AUSAVINA�TILT�GLASS�CUTTING�TABLE

78 �⁄� (2004)

Length
In (mm)

98 �⁄�� (2500)

Width
In (mm)

Height
In (mm)

Net Weight
lbs (kg)

1100 (500)

W.L.L.
lbs (kg)

35 ��⁄�� (910) 576.4 (262)

MODEL

TGCT9878

W.L.L.: Working Load Limit
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AUSAVINA�EASY�ADJUSTABLE�FABRICATION�STAND

- Ausavina Easy Adjustable Fabrication Stand is designed to support slabs for cutting, polishing, sharpening 
and/or many other purposes. 
- The top frame is covered by rubber lining to prevent slab surfaces from scratching and chipping.
- The design is versatile and compact so that it can be easily stored or transported.

W.L.L. : Working Load Limit

AEAFS3143

AUSAVINA EASY ADJUSTABLE FABRICATION STAND

25 ��⁄�� (660)
32 �⁄� ~ 43 �⁄��
(819 ~ 1107) 57.2 (26)23 ��⁄�� (609)AEAFS3143

Length
In (mm)

Width
In (mm)

Height
In (mm)

1430 (650) Per Piece
2860 (1300) Per Set

W.L.L.
lbs (kg)MODEL

Net Weight
Per Pair
lbs (kg)

SOLD IN PAIRS

AUSAVINA�QLI�FOLDABLE�TABLE

W.L.L: Working Load Limit

Net Weight
lbs (kg)

Height - In (mm)
W.L.L.

lbs (kg)

32 ��/�� ~ 44 �/�
(833 ~ 1121)

93
(42)

3080
(1400)

Length - In (mm) Width - In (mm)Model

(330 ~ 2000)
25 �⁄��
(650)AQFT7923

12 ��⁄�� ~ 78 �⁄�

- Ausavina Qli Foldable Table (AQFT7923) is used to put the piece of stone or slab or other flat material for 
cutting, grinding, polishing or drilling. 
- The articulated connecting links help adjust the span exactly to suit the variations of stone or slab sizes. 
- AQFT7923 can adjust its height to meet the user/operator demands. 
- The rubber strip on top cover of frame aims to protect the piece of stone or slab from scratching and chipping. 
- The design is versatile and compact, it is easily stored or transported.

AQFT7923
Grip handle to 

adjust the height

The ar�culated connec�ng links
help adjust the span exactly and
effec�vely to fit to slab varia�ons

Easily maneuvering and 
handling in a confined space



- Ausavina Working Table is designed to support slabs for polishing, sharpening, cutting, and many other 
purposes.
- Built in brackets and designed for user to create different work stations.
- The top is covered with rubber to protect slabs from being damaged.
- Working Table is easy to assemble and disassemble for transport.
- Our Working Table is available with or without casters.

W.L.L. : Working Load Limit

AUSAVINA�WORKING�TABLE

DIFFERENT LAYOUTS SHOWN USING MULTIPLE WORKING TABLES.

23 ��⁄�� (608)40 �⁄�� (1027)
4840 (2200)

4840 (2200)
37 ��⁄�� ~ 40 �⁄�� (965 ~ 1030)

Length
In (mm)

Width
In (mm)

Height
In (mm)

W.L.L.
lbs (kg)

MODEL

AWT4023

AWT4023C

23 ��⁄�� (608)60 �⁄� (1527)
4840 (2200)

4840 (2200)
37 ��⁄�� ~ 40 �⁄�� (965 ~ 1030)

AWT6023

AWT6023C

23 ��⁄�� (608)75 �⁄� (1927)
4840 (2200)

4840 (2200)
37 ��⁄�� ~ 40 �⁄�� (965 ~ 1030)

AWT7523

AWT7523C

AWT4023

AWT6023

AWT7523

Center Support Bar
(Comes as combo set)
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AWT4023C: Swivel casters
with brakes provide easy maneuvering

AWT6023C: Swivel casters
with brakes provide easy maneuvering

AWT7523C: Swivel casters
with brakes provide easy maneuvering



- Ausavina Flexible Work Table is designed to support slabs for polishing, sharpening, cutting, and many 
other purposes.

- The top is covered with rubber to protect slabs from being damaged.
- Flexible Work Table is easy to disassemble and reassemble for transport.

AUSAVINA FLEXIBLE WORK TABLE - 4 WHEELS - AFWT8328-4W

W.L.L: Working Load Limit

37 ��⁄�� (965)

AFWT8328-4W 84 ��⁄�� (2158) 30 ��⁄�� (780)

Model Length - In (mm) Width - In (mm) Height - In (mm)
Net Weight

Ibs (kg)
W.L.L.

Ibs (kg)

39 �⁄�� (992) 114.4 (52) 880 (400)

145.2 (66)AFWT8328 83 �⁄� (2130) 660 (300)28 �⁄�� (725)

AUSAVINA FLEXIBLE WORK TABLE - AFWT8328

Easily maneuvering
in any posi�on

AUSAVINA�FLEXIBLE�WORK�TABLE
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The adjustable double jaw auto clamping polishing stand is designed for polishing granite that is standing 
vertically on edge. Granite standing vertically on edge is the most comfortable way for a polisher to hand polish 
granite edge. This Ausavina Edge Polishing Stand provides the polishers the options to set work pieces at their 
optimum comfort height, thereby reducing strain on the polishers’ lower back and shoulders. In addition, it 
allows the polishers to see what he is doing without getting sprayed in the face with water and grime. With the 
extra comfort, the polisher will be able to produce quicker and higher quality finish. It provides auto lock rubber 
lined jaws a quick and easy set up. It can hold large marble or granite slab securely. 

W.L.L. : Working Load Limit

Max Jaw Opening
In (mm)

2 �⁄� (60)24 ��⁄�� ~ 33 �⁄�� (630 ~ 850)

Net Weight
lbs (kg)

70.4 (32) 

W.L.L.
lbs (kg)

1650 (750) 

21 �⁄��”(535 mm)

2 �⁄�”(60 mm)

Adjustable
25 �⁄�� - 40 ��⁄��”(646 - 1036 mm)

Ad
ju

st
ab

le
24

 ��
⁄��

 - 
33

 �⁄
��”

 (6
30

 - 
85

0 
m

m
)

Length
In (mm)

Width
In (mm)

Height
In (mm)

25 �⁄�� ~ 40 ��⁄�� (646 ~ 1036) 21 �⁄�� (535)

MODEL

EPS60AL

AUSAVINA�EDGE�POLISHING�STAND-AUTO�LOCK
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Ausavina Edge Polishing Stand-Vertical is for polishing granite edge vertically or opposed to horizontal 
polishing. Provided with two rubber lined support rails, both of which are adjustable for heights. The upper 
support rail is used when polishing narrow width splash backs and skirting boards. The upper rail is 
removable for polishing wider pieces.

Two rubber lined jaws locked by hand knobs. Quick and easy setup.
Holds marble and granite work piece securely. Powder coated paint finished

W.L.L. : Working Load Limit

Length
In (mm)

Width
In (mm)

MODEL
Height

In (mm)

AEPSV60 17 �⁄�� (440) 15 �⁄� (387) 36 �⁄�� (929)

Grip Range
In (mm)

2 �⁄� (60) 1100 (500)50 (22.6)

Net Weight Per Pair
lbs (kg)

W.L.L. Per Pair
lbs (kg)

AUSAVINA�EDGE�POLISHING�STAND-VERTICAL
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Designed for smooth transport over uneven surfaces, small slab dolly moves easily in a narrow working place. 

The 8” dolly has solid rubber tires and the 11” dolly has pneumatic tires. Rubber vulcanized channel protects 

slabs from chipping and scratching.

SD008 - Solid Rubber Tires 8”

AUSAVINA 8” SLAB DOLLY

SD011 - Pneumatic Tires 11”

AUSAVINA 11” SLAB DOLLY

W.L.L. : Working Load Limit

Designed to facilitate the handling and transporting of slabs on the work site. Rubber vulcanized channel 
protects slabs from chipping and scratching. The dolly comes with pneumatic tires and a swivel caster with 
heavy duty locking brake to provide additional stability and maneuverability in confined spaces.

SD013 - Pneumatic Tires 13” GD013 - Pneumatic Tires 13”

AUSAVINA 3 WHEEL SLAB DOLLY AUSAVINA 3 WHEEL GIANT DOLLY

W.L.L. : Working Load Limit

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

20 �⁄�� (510)

Channel Width
In (mm)

20 �⁄�� (510)

9 ��⁄�� (250)

10 �⁄� (270)

8 �⁄�� (205) 3 �⁄� (80) 660 (300)

22 (10)12 �⁄� (308) 3 �⁄� (80) 660 (300)

18.7 (8.5)

MODEL

SD008

SD011

27 ��⁄�� (710)

27 ��⁄�� (710)

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
lbs (kg)

Channel Width
In (mm)

13 �⁄� (340)

14 ��⁄�� (380)

13 �⁄�� (335) 3 �⁄�  (80)

40.7 (18.5)13 �⁄�� (335) 4 �⁄�  (120)

37.4 (17)

MODEL

SD013

GD013

W.L.L.
lbs (kg)

1430 (650)

1430 (650)

AUSAVINA�SLAB�DOLLY

AUSAVINA�3�WHEEL�SLAB/GIANT�DOLLY
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Dolly is joined by 2 solid rubber tires, 2 swivel casters, and a channel. The rubber is vulcanized on the bottom and 

the sides of the dolly to avoid finished work piece being chipped.

W.L.L. : Working Load Limit

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

20 �⁄�� (510)

Channel Width
In (mm)

19 ��⁄�� (500)

9 ��⁄�� (250)

13 �⁄�� (342)

8 �⁄�� (205)

8 �⁄�� (205)

3 �⁄� (80)

6 ��⁄�� (170)

25.52 (11.6) 880 (400)

880 (400)30.36 (13.8)

MODEL

SDS003

GDS003

GDS003 - Solid Rubber Tires 8” SDS003 - Solid Rubber Tires 8”

Ausavina Self-Locking Trolley is made for heavy duty use. The rubber is vulcanized to the bottom and sides of the 
dolly to avoid chipping the edges of finished work pieces. They are designed with self-locking jaws for 
maneuvering stone slabs around the workshops, warehouses or job sites. The self-locking jaws clamping 
strength is proportional to the weight of the slab; the heavier the slab, the stronger the clamping force.

SLT13M2

Has Pneumatic Tires and
a Third Wheel.

Has Pneumatic Tires and
a Kick Stand.

SLT13M3

Has Solid Rubber Tires and
a Kick Stand.

SLT13M4

AUSAVINA 4 WHEEL GIANT DOLLY AUSAVINA 4 WHEEL SLAB DOLLY

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

26 �⁄� (670)

Grip Range
In (mm)

22 �⁄�� (563) �⁄� ~ 3 ��⁄�� (10 ~ 100) 69.3 (31.5)

20 ��⁄�� (533)

20 ��⁄�� (533) 19 ��⁄�� (500)

19 �⁄�� (490)

19 �⁄�� (490)

18 ��/�� (482)

�⁄� ~ 3 ��⁄�� (10 ~ 100)

�⁄� ~ 3 ��⁄�� (10 ~ 100)

63.8 (29)

66 (30)

1100 (500)

1100 (500)

1100 (500)

22 �⁄�� (563)

W.L.L. : Working Load Limit

MODEL

SLT13M2

SLT13M3

SLT13M4

AUSAVINA�4�WHEEL�SLAB/GIANT�DOLLY

AUSAVINA�SELF-LOCKING�TROLLEY
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- Ausavina Self-Locking Trolley is excellent for transporting the small and large sized slabs (stone, granite, 

marble, etc.) in warehouses, workshops and construction sites.

- The clamp plate and channel V covered by rubber pads provide the slab surface protection from damaging and 

chipping-off.

- The gripping force is distributed evenly on both sides of the trolley to increase the ability of firm grip to tight the 

slab securely.

AUSAVINA�SELF-LOCKING�TROLLEY

SLT13M6

Model
Length

In (mm)
Width

In (mm)
Height

In (mm)
Grip Range

In (mm)
Net Weight

lbs (kg)
W.L.L.

lbs (kg)

SLT13M6 59 ³/�� (1504) 20 ⁵/�� (516) 20 ⁵/�� (516) ³/₈ ~ 3 ��/�� (10 ~ 100) 105.6 (48) 1100 (500)

W.L.L. : Working Load Limit

The two swivel casters provide
easy maneuvering in many
different directions

The handle rod can be
adjusted its length with ease

Two pneumatic wheels connected by a 
main axle function as a pivot, and two 
swivel casters with brake equipped on 
each side create the trolley like a seesaw 
which makes it easy to move through 
obstacle and go uphill.

Easily take the handle
rod out of the trolley
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- Ausavina Self-Locking Trolley is excellent for transporting the small and large sized slabs (stone, granite, 

marble, etc.) in warehouses, workshops and construction sites.

- The clamp plate and channel V covered by rubber pads provide the slab surface protection from damaging and 

chipping-off.

- The gripping force is distributed evenly on both sides of the trolley to increase the ability of firm grip to tight the 

slab securely.

AUSAVINA�SELF-LOCKING�TROLLEY

SLT13M7

Model
Length

In (mm)
Width

In (mm)
Height

In (mm)
Grip Range

In (mm)
Net Weight

lbs (kg)
W.L.L.

lbs (kg)

SLT13M7 60 ¹/₄ (1531) 19 ��/�� (506) 25 ⁵/₈ (651) ³/₈ ~ 3 ��/�� (10 ~ 100) 114.4 (52) 1540 (700)

W.L.L. : Working Load Limit

Crossbeam can
be stowed

Easily take the
handle rod

out of the trolley

The two swivel casters provide
easy maneuvering in many

different directions

The handle rod can be
adjusted its length with ease
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SSD35 - Pneumatic Tires 13”

With a lever supporting the material from the base to the top, the Ausavina Safety Slab Dolly can move an object 
in a safe manner. It can be maneuvered indoor and outdoor easily. Pneumatic tires are designed to withstand 
vibration to prevent breakage. The safety lever is removable for easy storage and shipping.

Maximum Height:
51 �⁄��”(1300 mm)

Equipped with Pneuma�c �res to make transpor�ng slabs easier in various surfaces.
The built-in auto-grip is ideal for secure transpor�ng slabs within the worksite. 
With Compact design and the ability of self-gripping, the equipment ensures the effec�veness of transpor�ng 
in any area. Built-in rubber pad in contac�ng surface to protect the slabs from scratches and damages.

SLT60

Length - In (mm)

Width - In (mm)

Height - In (mm)

Net Weight - lbs (kg)

W.L.L. - lbs (kg)

Slab Thickness
In (mm)

20 �⁄� (520)

3 ��⁄�� (100)

1430 (650)

62 (28)

64 ��⁄�� (1650)

35 �⁄�� (900)

W.L.L. : Working Load Limit

MODEL SSD35

W.L.L.: Working Load Limit

Model SLT60

Length - In (mm)

Width - In (mm)

Grip Range - In (mm)

550 (250)W.L.L. - lbs (kg)

12 �⁄� (320)

Height - In (mm)

Net Weight - lbs (kg)

11 �⁄�� (293)

12 �⁄� (308)

0 ~ 2 �⁄� (0 ~ 60)

22 (10)

AUSAVINA�SAFETY�SLAB�DOLLY

AUSAVINA�SELF-LOCKING�DOLLY
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- Ausavina Tug Dolly is designed for transpor�ng slabs easily, safely and basically for use (on flat surfaces). It is 

convenient to use especially along narrow working alleys.

- The main body is made of Aluminium, lightweight, and easy to handle with good portability. Tug Dolly is able to 

carry a big load, capacity up to 450kg.

- With four-solid-wheel structure, Tug Dolly is unshockable and very easy to handle and avoid helping material 

slabs without damage.

- The gray rubber compound allows minimizing �re marks on light-colored floors.

AUSAVINA TUG DOLLY - ATD19

AUSAVINA TUG DOLLY - ATD25

AUSAVINA TUG DOLLY - ATD60

Length
In (mm)

Width
In (mm)

Height
In (mm)

Grip Range
In (mm)

Net Weight
lbs (kg)

Working Load
Limit - lbs (kg)

ATD19 24 (610) 12 �⁄�� (307)
0 ~ 2 �⁄�
(0 ~ 73)

30.8 (14) 990 (450)

Model

ATD25 27 ��⁄�� (710) 12 �⁄�� (307)
0 ~ 5 �⁄�

(0 ~ 130)
33 (15) 990 (450)

ATD60 60 (1524) 21 �⁄� (546) 22 �⁄� (581)
0 ~ 2 �⁄�
(0 ~ 73)

70.4 (32) 990 (450)

12 �⁄� (327)

15 �⁄�� (382)

AUSAVINA�TUG�DOLLY
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- Ausavina Elevating Hand Cart is designed for raising, loading, and unloading finished pieces safely with 
minimal labor. It is constructed with a vertical steel channel where pieces can be raised and lowered by the use 
of a hand crank.
- Two solid rubber tires and two self-locking swivel casters are positioned just outside the steel frame of the base 
for added stability. The Elevating Hand Cart has the ability to elevate pieces from 1 foot up to 3 �⁄� feet where they 
can be easily loaded onto a truck bed for transport to and from the job sites.
- The hand crank of Elevating Hand Cart is located on the controlling unit away from the pieces being handled for 
safety purposes. A rubber lined channel can accommodate the pieces up to 2 �⁄�” (70 mm).

AUSAVINA�ELEVATING�HAND�CART

27
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EHC3541

MODEL
Length

In (mm)
Width

In (mm)
Height

In (mm)
Net Weight

lbs (kg)
W.L.L

lbs (kg)

W.L.L. : Working Load Limit

38 �/�� (977) 25 ��/�� (656) 1100 (500)191.4 (87)
70 �⁄� ~ 98 �⁄��

(1800 ~ 2500)
EHC3541

M
ax

: 3
7 

�⁄�
” 

(9
50

 m
m

)

Seat Length:

Seat Width:

Maximum Lifting Height:

Maximum Slab Height:

Maximum Stone Thickness: 

27 �⁄��” (700 mm)

4 �⁄�” (108 mm)

37 �⁄�” (950 mm)

62 ��⁄��” (1600 mm)

2 �⁄�” (70 mm)



- Ausavina Ez-Pro Winch Cart (AEWC450) provides a much safer and economical method for loading and 
unloading the large slab out of truck, lowering the piece to the ground, raising the slab for installation. It is very 
common in warehouses, workshops and construction sites.
- Come with a slide body where the slab can be raised or lowered by the use of a electric winch.
- Construct with a slab securing sliding block to hold the slab tightly from the top down and a plastic clamp kit to 
secure it from the bottom up enhances safety level as well as added stability during transportation.
- Rubber pads covered on the main base are designed to prevent scratches or damages to the slab being carried 
during operation.
- With the effective and practical design, the cart could easily transport the slab weighing up 990 lbs (450 kg).
- Also, the cart has the ability to elevate slab up to 40 ³⁄₁₆” (1020mm).
- The Winch Cart has equipped with a wireless remote for ensuring the operator safety.

AUSAVINA�EZ-PRO�WINCH�CART

AEWC450

control panel Wireless remote

Easily disassemble & reassemble
the rechargeable lithium-ion ba�ery

Model
Length

In (mm)
Width

In (mm)
Height

In (mm)
Net Weight

lbs (kg)
Working Load Limit

lbs (kg)

AEWC450 34 ⁵/� (880) 17 �/�� (432) 67 �⁄�� - 101 �⁄�� (1704 - 2574) 112.2 (51) 990 (450)

2x14.4VDC / 3Ah

Maximum Li�ing
Height - In (mm)

Maximum Slab Height
In (mm)

Maximum Stone
Thickness - lbs (kg)

40 �⁄�� (1020) 55 �⁄� (1400) 2 �⁄� (70)

Ba�ery Powered
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- The Ausavina Qli Drywall Cart is designed for easy maneuvering and storing of stone slabs in a confined 
space such as warehouses, workshops and other work sites.
- Installed caster brakes can prevent the cart from moving.
- Rubber lining protects the slabs from sliding and chipping.
- The efficient and compact design make opera�ng and storing easy.

Net Weight
lbs (kg)

79.2 (36) 2200 (1000)

(E)
In (mm)

11 �⁄� (302)36 �⁄�� (922)

(D)
In (mm)

AQDC039

Height (C)
In (mm)

Width (B)
In (mm)

Length (A)
In (mm)

MODEL

47 ��⁄�� (1212) 22 �⁄� (568) 47 �⁄�� (1202)

AUSAVINA�QLI�DRYWALL�CART

Ausavina V-Cart is a utility cart designed for storing and transporting slabs/glass sheets easily. Its compact 
structure is designed with 4 heavy duty polyurethane swivel casters for easy maneuvering in narrow areas. V-
Cart enables positioning of glass sheets in any direction for any purpose. The rubber-lined poles can be 
repositioned in the rubber-lined base to meet the customers’ needs. The rubber lining will protect the material 
from scratching and chipping. Its durable construction adds stability when handling heavier loads.

W.L.L. : Working Load Limit

Length
In (mm)

Width
In (mm)

Height
In (mm)

37 �⁄� (950) 36 �⁄� (920)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

2200 (1000)149.6 (68)47 ��⁄�� (1214)

MODEL

AVC3747

AUSAVINA�V-CART

W.L.L.
lbs (kg)

W.L.L. : Working Load Limit
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- The Ausavina Slab Rack Dolly ASRD39 is mainly used to store and transport the slabs. It is widely used in 
warehouses, workshops and work sites.

- Rubber linings protect the slabs from damaging or chipping.

- The handle bar attached to this dolly can help easy maneuvering and it can be removed also.

- The construction is by detachable parts, and easy to disassemble and reassemble for the convenience of 
moving, transporting and repackaging.

ASRD39

Length
In (mm)

Width
In (mm)

Height
In (mm)

45 �⁄�� (1154) 26 �⁄� (683)

Net Weight
lbs (kg)

2200 (1000)110 (50)48 �⁄� (1229)

Working Load Limit
lbs (kg)

ASRD39

MODEL

AUSAVINA�SLAB�RACK�DOLLY

It can be folded easily
for storage and transporta�on

43 �⁄�� (1100) 25 �⁄�� (650) 880 (400)75.46 (34.3)40 �⁄�� (1016)AFTF4332

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
lbs (kg)

Working Load Limit
lbs (kg)

MODEL

AUSAVINA�FOLDING�TROLLEY�FRAME

It can be folded easily for
 storage and transporta�on

- Ausavina Folding Trolley Frame is designed for maximum 
stability yet compact enough to fit through any door. Both the 
A-frame and the base are fully rubber-lined to protect the 
finished pieces from chipping and slipping. It can be folded 
easily for storage  and transportation.
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62 �⁄� (1588) 23 �⁄� (600) 352 (160)63.8 (29)54 �⁄�� (1380)AFTC5947

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
lbs (kg)

Working Load Limit
lbs (kg)

MODEL

AUSAVINA�FLEXIBLE�TRANSPORT�CART

- Ausavina Flexible Transport Cart is an efficient equipment to 
transport and position the stone slabs and other sheet of 
materials in warehouses, factories and workshops, etc.

- Composed of detachable parts and components, it is easy to 
disassemble and reassemble for storage, package and 
transportation.

- Ausavina Porcelain Slab Cart (APSC150) is used to transport the Porcelain slabs and other sheet of materials in 
warehouses, factories and construction sites. Rubber strip on the dolly has a function to protect the material 
surface from damages. Composed by detachable components and parts, it is very convenient to disassemble 
and reassemble for package, storage, and transportation. Four swivel casters attached to the base frame 
provide the dolly easy maneuvering in many directions.

AUSAVINA�PORCELAIN�SLAB�CART

Mainly made of aluminum, the 
dolly is lightweight for easy 
storage and space saving when 
using in narrow sites

MODEL
Length

In (mm)
Width

In (mm)
Height

In (mm)
Net Weight

lbs (kg)

39 �⁄� (1000) 26 �⁄� (676) 47 �⁄� (1209) 44.44 (20.2)APSC150

Working Load Limit
lbs (kg)

330 (150)

Cross bar  can be adjusted 

upward or downward for flexibly 
handling various slab sizes 
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Just like the features our Slab Buggy has, the Ausavina Double Sided Slab Buggy is also designed for maximum 
stability yet compact enough to fit through any door. Both the A-Frames and the base are fully rubber-lined to 
protect the finished pieces from chipping and slipping. It has 2 self-locking swivel casters and 2 pneumatic tires 
for easy transport on any surface.                             

DSBG1320

DSBG2640

W.L.L. : Working Load Limit* Pneuma�c Tires (P)
* Solid Rubber Tires (S)

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

53 �⁄� (1355) 31 �⁄� (800)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

147.4 (67)47 �/�� (1195)  880 (400) Per side 
DSBG1320P

DSBG1320S 53 ��/�� (1363) 31 ��⁄�� (812) 151.8 (69)45 ��⁄�� (1167)  
1320 (600) Per side 
2640 (1200) Total 

DSBG2640S

DSBG2640P

53 ��⁄�� (1363) 31 �⁄� (806) 46 �⁄� (1172) 217.8 (99) 1320 (600) Per side 
2640 (1200) Total

53 ��⁄�� (1363) 30 ��⁄�� (782) 45 ��⁄�� (1164) 200.2 (91)

1760 (800) Total

1320 (600) Per side 
2640 (1200) Total

MODEL
(D)

In (mm)

36 �⁄� (917)

36 �⁄� (917)

36 �⁄�� (916)

36 �⁄�� (916)

(E)
In (mm)

6 �⁄� (159)

6 �⁄� (159)

6 �⁄� (165)

6 �⁄� (165)

AUSAVINA�DOUBLE�SIDED�SLAB�BUGGY
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- Casters are offset outside the steel frame for added stability.
- Pneumatic tires allow easy transport on rough surfaces.
- Swivel casters with locking brakes.
- Narrow design allows the Slab Buggy to pass through any standard door widths.
- Rubber lining to protect finished worked pieces and prevent them from slipping.
- Designed for maximum stability but compact enough for smaller work areas.

SBG800

SBG2640

W.L.L. : Working Load Limit* Pneuma�c Tires (P)
* Solid Rubber Tires (S)

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

48  (1240)��⁄�� 26 �⁄� (667)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

2200 (1000)132 (60)46 �⁄� (1174)SBG800S

48  (1240)��⁄�� 25 �⁄� (648) 1100 (500)121 (55)47 �⁄�� (1195)SBG800P

50 (1270)SBG2640S 28 �⁄�� (726) 46 ��⁄�� (1192) 2640 (1200) 151.8 (69)

SBG2640P 50 �⁄� (1277) 24 �⁄� (628) 46 ��⁄�� (1192) 127.6 (58) 2640 (1200) 

MODEL (D)
In (mm)

36 �⁄� (930)

36 �⁄� (930)

36 �⁄� (934)

36 �⁄� (934)

(E)
In (mm)

7 �⁄� (184)

7 �⁄� (184)

7 �⁄�� (183)

7 �⁄�� (183)

AUSAVINA�SLAB�BUGGY
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- Casters are offset outside the steel frame for added stability.
- Pneumatic tires allow easy transport on rough surfaces.
- Swivel casters with locking brakes.
- Narrow design allows the Slab Buggy to pass through any standard door widths.
- Rubber lining to protect finished worked pieces and prevent them from slipping.
- Designed for maximum stability but compact enough for smaller work areas.

AUSAVINA QLI SLAB BUGGY

AUSAVINA QLI DOUBLE SIDED SLAB BUGGY

W.L.L. : Working Load Limit

AUSAVINA�QLI�SLAB�BUGGY
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Length (A)
In (mm)

49 �⁄� (1260)

52 �⁄�� (1328)

Width (B)
In (mm)

24 �⁄� (626)

31 �⁄�� (796)

W.L.L.
lbs (kg)

1320 (600)

1320 (600)

Net Weight
lbs (kg)

81.4 (37)

112.86 (51.3)

Height (C)
In (mm)

44 �⁄� (1137)

44 ��/�� (1141)

AQSBG1320

AQDSBG1320

MODEL (D)
In (mm)

(E)
In (mm)

37 �⁄�� (951) 8 �⁄� (207)

36 ��⁄�� (935) 5 ��⁄�� (151)

A B

C

D

E



- Ausavina Smart Slab Buggy is used to transport and store the stone slabs or sheet of materials in 
warehouses, workshops, factories, work sites and so on.
- Two swivel casters with brakes allow the buggy to move easily and prevent it from moving.
- Rubber strips on surface of A-frame and base frame help protect the slabs/sheets from scratches and 
damages.
- The ratchet straps help restrain the slabs/sheets firmly and securely. 
- Composed by detachable parts and components, it is convenient to disassemble and reassemble for 
transportation or storage.

AUSAVINA�SMART�SLAB�BUGGY

The safety bar is designed in the 
between of buggy's base frame 
to prevent the slabs/sheets from 

overlapping or slipping.

MODEL
Length

In (mm)
Width

In (mm)
Height

In (mm)
Net Weight

lbs (kg)

45 ��⁄�� (1160) 24 ��⁄�� (630) 45 ��⁄�� (1160) 79.2 (36)ASSBG4736P

Working Load Limit
lbs (kg)

1155 (525)

45 ��⁄�� (1160) 23 ��⁄�� (609) 45 �⁄� (1155) 88 (40)ASSBG4736S 1155 (525)
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Ausavina Universal Slab Buggy transports slabs safely and easily. It is big enough to handle large slabs but small 
enough to pass through the standard door widths. The Cast Iron Core polyurethane casters enable maximum 
stability. The four high quality polyurethane swivel casters with brakes allow quick and easy maneuvering. This 
multi-use Slab Buggy is designed to meet the high demand of the industry. It also includes one of the kind 
securing arms for added protection.     

USB6WM

USB6WL

SECURING
ARM

W.L.L. : Working Load Limit

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

59 �⁄�� (1500) 28 �⁄� (730)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

5500 (2500)239.8 (109)

270.6 (123) 5500 (2500)70 �⁄� (1800) 33 �⁄�� (850)

58 �⁄�� (1485)

67 ��⁄�� (1720)USB6WL

USB6WM

MODEL
(D)

In (mm)

48 ��⁄�� (1236)

58 �⁄�� (1487)

(E)
In (mm)

8 �⁄� (207)

7 �⁄� (200)

AUSAVINA�UNIVERSAL�SLAB�BUGGY
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-  Includes Timber Blocks to protect material and improve stability.
-  Designed for the storage of slabs, the Standard A-Frame comes as a set of two. It is constructed with 2”  square  

steel tubing and 4” channel base with angled timber base blocks to protect the material.
-  This sturdy construction makes the Ausavina Standard A-Frame an ideal choice when compared with other 
    A-Frames in the market.

SOLD IN PAIRS

SAF060 - ESAF060

NOTE: DISTRIBUTE SLABS EQUALLY ON  BOTH SIDES

Timber Blocks

17 �⁄��” x 3 �⁄�” x 4 �⁄��”
(436 x 80 x 106 mm)

17 �⁄��” x 2 �⁄�” x 4 �⁄��”
(436 x 66 x 103 mm)

SAF060 ESAF060 

3 �⁄�”(80mm)
3 ��⁄��”(100mm)

C

BA

D

E

Length (A)
In (mm)

58 ��⁄�� (1497)

Width (B)
In (mm)

Height (C)
In (mm)

Net Weight
 Both Side

lbs (kg)

16500 (7500) Per side
33000 (15000) Both sides

Working Load Limit
lbs (kg)

58 ��⁄�� (1490)  57 �⁄� (1451) 121 (55)3 ��⁄�� (100)

58 ��⁄�� (1497)
13200 (6000) Per side

26400 (12000) Both sides58 ��⁄�� (1490) 88 (40)3 �⁄� (80)ESAF060

SAF060

MODEL
(D)

In (mm)
(E)

In (mm)

  17 ��⁄�� (455)

 17 ��⁄�� (450) 58 �⁄�� (1484)

D

E

SOLD IN PAIRS

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

Working Load Limit
lbs (kg)MODEL

Net Weight
lbs (kg)

AQSA060
15400 (7000) Per side

30800 (14000) Both sides59 �⁄�� (1500) 3 �⁄� (80) 58 ��⁄�� (1490) 69.3 (31.5)

(D)
In (mm)

57 �⁄�� (1450)

(E)
In (mm)

19 �⁄� (499)

- The Ausavina Qli Standard A-Frame 060 is designed for storing stone slabs in workshops, exhibitions, 
warehouses, factories ...

-  It is sturdy and durable.
-  The timber blocks on the steel base prevent damage to the slabs.

AUSAVINA�STANDARD�A-FRAME

AUSAVINA�QLI�STANDARD�A-FRAME

NOTE: DISTRIBUTE SLABS EQUALLY ON  BOTH SIDES
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- The Ausavina Truck A-Frame is constructed with two Standard A-Frames joined by a cross bar which can be 
extended to an overall length of five feet. It is designed for picking up slabs and moving them from one job site to 
another.
- Includes Timber Blocks to protect materials and improve stability.

STRENGTHENING
RIB PLATE

TAF060 - ETAF060

NOTE: Distribute Slabs Equally On Both Sides.

Timber Blocks

17 �⁄��” x 3 �⁄�” x 4 �⁄��”
(436 x 80 x 106 mm)

17 �⁄��” x 2 �⁄�” x 4 �⁄��”
(436 x 66 x 103 mm)

3 �⁄�”(80mm)
3 ��⁄��”(100mm)

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

Net Weight 
lbs (kg)

W.L.L.
lbs (kg)

59 ��⁄�� (1520)
16500 (7500) Per side

33000 (15000) Both sides
138.6 (63)

13200 (6000) Per side
26400 (12000) Both sides

99 (45)59 �⁄�� (1500)

58 ��⁄�� (1497)

58 ��⁄�� (1497)

58 ��⁄�� (1490)

58 ��⁄�� (1490)ETAF060

TAF060

MODEL

W.L.L. : Working Load Limit

(D)
In (mm)

17 ��⁄�� (455)

 57 �⁄� (1454)

(E)
In (mm)

57 �⁄� (1451)

 17 �⁄� (454)

AUSAVINA�TRUCK�A-FRAME
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- The Ausavina Qli Truck A-Frame 060 is designed for storing stone slabs in workshops, exhibitions, warehouses, 
factories etc.
- It is constructed with two sides of A-Frame joined by a cross bar so that it is sturdy and durable.
- The timber blocks on the steel base prevent damage to the slabs.

AUSAVINA QLI TRUCK A-FRAME JUNI AQTAJ060 

AUSAVINA QLI TRUCK A-FRAME SENI AQTAS060AUSAVINA QLI TRUCK A-FRAME AQTA060

C

B A

D

E

AQTAJ060
12400 (5636) Per side

24800 (11272) Both sides

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

Working Load Limit
lbs (kg)MODEL

59 �⁄�� (1500) 59 �⁄�� (1500) 58 ��⁄�� (1490)

AQTAS060 59 �⁄�� (1500) 59 �⁄�� (1500) 58 ��⁄�� (1490)
15400 (7000) Per side

30800 (14000) Both sides

Net Weight
lbs (kg)

63.8 (29)

81.4 (37)

AQTA060
17600 (8000) Per side

35200 (16000) Both sides
59 �⁄�� (1500) 59 �⁄�� (1500) 58 ��⁄�� (1490) 80.96 (36.8)

(D)
In (mm)

 57 �⁄�� (1450)

 57 �⁄�� (1450)

 57 (1448)

(E)
In (mm)

 19 ��⁄�� (500)

 19 �⁄� (499)

 19 �⁄� (495)

AUSAVINA�QLI�TRUCK�A-FRAME�060
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- The Ausavina Qli Folding Truck A-Frame 060 is designed for storing stone slabs in workshops, exhibitions, 
warehouses, factories, etc.
- It is constructed with two sides of A-Frame joined by a cross bar so that it is sturdy and durable.
- The timber blocks on the steel base prevent damage to the slabs.
* Features: The base can be folded neatly when not in use or in transportation.

AUSAVINA QLI FOLDING TRUCK A-FRAME JUNI AQFTAJ060 

AUSAVINA QLI FOLDING TRUCK A-FRAME SENI AQFTAS060AUSAVINA QLI FOLDING TRUCK A-FRAME AQFTA060

B

C

A

E

D

AQFTA060
17600 (8000) Per side

35200 (16000) Both sides
59 �⁄�� (1500) 59 �⁄�� (1500) 58 ��⁄�� (1490) 80.3 (36.5)

AQFTAJ060 59 �⁄�� (1500) 59 �⁄�� (1500) 58 ��⁄�� (1490)
12400 (5636) Per side

24800 (11272) Both sides
64.9 (29.5)

AQFTAS060
15400 (7000) Per side

30800 (14000) Both sides
59 �⁄�� (1500) 59 �⁄�� (1500) 58 ��⁄�� (1490) 82.5 (37.5)

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

Working Load Limit
lbs (kg)MODEL

Net Weight
lbs (kg)

 57 (1448)

 57 (1448)

 57 �⁄�� (1450)

(D)
In (mm)

 19 �⁄� (495)

 19 �⁄� (498)

 19 �⁄� (498)

(E)
In (mm)

AUSAVINA�QLI�FOLDING�TRUCK�A-FRAME�060
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- The Ausavina Qli Truck A-Frame 074 is designed for storing stone slabs in workshops, exhibitions, warehouses, 
factories etc.
- It is constructed with two sides of A-Frame joined by a cross bar so that it is sturdy and durable.
- The timber blocks on the steel base prevent damage to the slabs.

AUSAVINA QLI TRUCK A-FRAME JUNI AQTAJ074 

AUSAVINA QLI TRUCK A-FRAME SENI AQTAS074AUSAVINA QLI TRUCK A-FRAME AQTA074

C

B A

D

E

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

Working Load Limit
lbs (kg)MODEL

Net Weight
lbs (kg)

AQTAS074
15400 (7000) Per side

30800 (14000) Both sides
59 �⁄�� (1500) 59 �⁄�� (1500) 73 ��⁄�� (1872) 96.8 (44)

AQTAJ074
12400 (5636) Per side

24800 (11272) Both sides
59 �⁄�� (1500) 59 �⁄�� (1500) 73 ��⁄�� (1872) 55 (25)

AQTA074
17600 (8000) Per side

35200 (16000) Both sides
59 �⁄�� (1500) 59 �⁄�� (1500) 73 ��⁄�� (1872) 92.4 (42)

(D)
In (mm)

 72 �⁄�� (1833)

 72 �⁄�� (1833)

 72 �⁄� (1832)

(E)
In (mm)

 17 �⁄�� (446)

 17 �⁄�� (446)

 17 �⁄�� (446)

AUSAVINA�QLI�TRUCK�A-FRAME�074
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- The Ausavina Qli Folding Truck A-Frame 074 is designed for storing stone slabs in workshops, exhibitions, 
warehouses, factories etc.
- It is constructed with two sides of A-Frame joined by a cross bar so that it is sturdy and durable.
- The timber blocks on the steel base prevent damage to the slabs.
* Features: The base can be folded neatly when not in use or in transportation.

AUSAVINA QLI FOLDING TRUCK A-FRAME JUNI AQFTAJ074 

AUSAVINA QLI FOLDING TRUCK A-FRAME SENI AQFTAS074AUSAVINA QLI FOLDING TRUCK A-FRAME AQFTA074

B

C

A

3

E

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

Working Load Limit
lbs (kg)MODEL

Net Weight
lbs (kg)

AQFTA074
17600 (8000) Per side

35200 (16000) Both sides
59 �⁄�� (1500) 59 �⁄�� (1500) 73  (1872)��⁄�� 93.5 (42.5)

AQFTAS074 59 �⁄�� (1500) 59 �⁄�� (1500) 73 ��⁄�� (1872)
15400 (7000) Per side

30800 (14000) Both sides
97.9 (44.5)

AQFTAJ074 59 �⁄�� (1500) 59 �⁄�� (1500) 73 ��⁄�� (1872)
12400 (5636) Per side

24800 (11272) Both sides
78.1 (35.5)

(D)
In (mm)

 72 �⁄� (1832)

 72 �⁄�� (1833)

 72 �⁄�� (1833)

(E)
In (mm)

 17 �⁄�� (446)

 17 �⁄�� (446)

 17 �⁄�� (446)

AUSAVINA�QLI�FOLDING�TRUCK�A-FRAME�074
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SOLD IN PAIRS

AUSAVINA QLI SINGLE SIDED A-FRAME AQSSA060

E

D

-  It is designed to store slabs within factories and work sites, to protect the surface of slab materials from sliding                 
and chipping. 
-  It is made with sturdy structure, Steel Material to ensure Strong Stability and Holding for large amount of slabs  
to  guarantee  the works done properly. 
-  Side A-Frame can be placed parallel to the wall to u�lize space within the Truck.

SOLD IN PAIRS

AQSSA060 13200 (6000)34 �⁄�� (875) 3 �⁄� (80) 58 ��⁄�� (1490) 60.5 (27.5) 57 �⁄�� (1450)  19 �⁄� (499)

W.L.L.: Working Load Limit

Model

SSAF060

Length (A)
In (mm)

Width (B)
In (mm)

Net Weight
Per Pair - lbs (kg)

W.L.L. Both Side
lbs (kg)

30 �⁄� (775)

Height (C)
In (mm)

3 ��⁄�� (100) 60 �⁄�� (1524) 103.4 (47) 16500 (7500)

(D)
In (mm)

 58 �⁄�� (1484)

(E)
In (mm)

 17 �⁄� (451)

AUSAVINA SINGLE SIDED A-FRAME SSAF060

AUSAVINA�SINGLE�SIDED�A-FRAME
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D

E

-  It is designed to store slabs within factories and work sites, to protect the surface of slab materials from sliding                 
and chipping. 
-  It is made with sturdy structure, Steel Material to ensure Strong Stability and Holding for large amount of slabs  
to  guarantee  the works done properly. 
-  Side A-Frame can be placed parallel to the wall to u�lize space within the Truck.

W.L.L.: Working Load Limit

A

D

C

B

E

AUSAVINA QLI SINGLE SIDE TRUCK A-FRAME AQSSTA060

AUSAVINA SINGLE SIDED TRUCK A-FRAME SSTAF060

Model
Length (A)

In (mm)
Width (B)
In (mm)

Net Weight
lbs (kg)

W.L.L.
lbs (kg)

Height (C)
In (mm)

30 �⁄� (775)SSTAF060 65 �⁄�� (1662) 59 ��⁄�� (1522) 98.12 (44.6) 16500 (7500)

(D)
In (mm)

59 �⁄� (1502)

(E)
In (mm)

59 �⁄� (1502)

AQSSTA060 34 �⁄�� (875) 59 �⁄�� (1500) 58 ��⁄�� (1490) 13200 (6000)68.2 (31) 57 �⁄�� (1450)  19 �⁄� (499)

AUSAVINA�SINGLE�SIDED�TRUCK�A-FRAME
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TAF060H

AUSAVINA�QLI�SMART�LOAD�A-FRAME

Ausavina Qli Smart Load A-frame (AQSL060) is designed to store stone slabs. It is very common used in 

warehouses, workshops, construction sites.

- Only with the simple A shaped frame, it provides the reliable and versatile function to allow the slab to lean 

against the A frame securely. 

- Composition of detachable parts and components offers an easy disassembling and reassembling as well as 

the convenience in package or transportation.

The Ausavina Heavy Duty Truck A-Frame incorporates two standard A-Frames joined by four cross bars which 

can be extended to an overall length of five feet. It comes with angle timber blocks to protect materials. The 

sturdy structure is designed to handle heavier slabs and transport them from one job site to another.

TAF060H

NOTE: DISTRIBUTE SLABS EQUALLY ON  BOTH SIDES

A B

C
D

E

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

Net Weight 
lbs (kg)

Working Load Limit
lbs (kg)

59 ��⁄�� (1520)
19800 (9000) Per side

39600 (18000) Both sides
58 ��⁄�� (1490) 165 (75)58 ��⁄�� (1497)TAF060H

MODEL

17 ��⁄�� (455)57 �⁄� (1451)

(D)
In (mm)

(E)
In (mm)

AUSAVINA�HEAVY�DUTY�TRUCK�A-FRAME

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

W.L.L
  lbs (kg)

11000 (5000)AQSL060

MODEL

88 (40)

Net Weight 
lbs (kg)

65 �⁄� (1660)43 �⁄�� (1100)47 �⁄� (1200)

(D)
In (mm)

(E)
In (mm)

59 �⁄�� (1506) 13 �⁄� (339)

W.L.L.: Working Load Limit
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AUSAVINA�EASY�LOAD A-FRAME�060

- Ausavina Easy Load A-Frame 060 (AEL060) is designed to store the slabs in warehouses, workshops, 

exhibitions, factories, etc.

- The timber blocks on the steel base prevent damage to the slabs.

- Composition of detachable parts and components offers an easy disassembling and reassembling  as well 

as the convenience in package or transportation.

- Ausavina Single Sided Universal A-Frame is ideal for storing different sizes of stone slabs in warehouses, 
factories, workshops, display areas, and so on.
-  Steel  construc�on  ensures  heavy  loads  to  work  and makes the device highly reliable and long-las�ng.
- Rubber pads and wooden base minimize the impact between slab and frame to avoid damaging the slab.
-  The composi�on  parts  can  be  easily  disassembled which enables to transfer the A-frame to the different 
places easily.

AUSAVINA�SINGLE�SIDED�UNIVERSAL�A-FRAME�

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

Net Weight 
lbs (kg)

W.L.L.
lbs (kg)

38 �⁄�� ~ 56 �⁄� 
(980 ~ 1425)

Width Of
Each Side
In (mm)

W.L.L.
2 Poles
lbs (kg)

SSUAF7.5 66 ��/�� (1700) 69 �/�� (1754) 5500 (2500) 16500 (7500) 253 (115)17 �⁄�� ~ 34 ��⁄��
(443 ~ 888)

MODEL
(D)

In (mm)

64 �⁄�� (1630)

(E)
In (mm)

17 �⁄�� (443)

(F)
In (mm)

17 �⁄�� (443)

SSUAF7.5

A
B

C
D

EF

W.L.L.: Working Load Limit

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

W.L.L - Per Side 
lbs (kg)

W.L.L - Both Sides
lbs (kg)

12000 (5454)6000 (2727)AEL060

MODEL

112.2 (51)

Net Weight 
lbs (kg)

58 ��⁄�� (1490)59 ¹/�� (1500)59 ¹/�� (1500)

(D)
In (mm)

(E)
In (mm)

55 �⁄� (1406) 19 �⁄� (495)

W.L.L.: Working Load Limit

BA

C

E

D

Extra Cross Bars enable Safer & 
Faster Truck Loading
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- Ausavina Universal A-Frame is ideal for storing different sizes of stone slabs in warehouses, factories, 
workshops, display areas, and so on.
-  Steel  construc�on  ensures  heavy  loads  to  work  and makes the device highly reliable and long-las�ng.
- Rubber pads and wooden base minimize the impact between slab and frame to avoid damaging the slab.
-  The composi�on  parts  can  be  easily  disassembled which enables to transfer the A-frame to the different 
places easily.

AUSAVINA�UNIVERSAL�A-FRAME�

UAF70W

AUSAVINA UNIVERSAL A-FRAME

UAF70P

W.L.L.: Working Load Limit

MODEL
Length (A)

In (mm)
Net Weight

lbs (kg)

W.L.L.
2 Poles
lbs (kg)

W.L.L
Both Sides

lbs (kg)

Width (B)
In (mm)

Height (C)
In (mm)

UAF70W

UAF70P

59 �⁄�� (1500) 52 �⁄�� (1322) 61 ��⁄�� (1570) 136.4 (62) 1100 (500) 33000 (15000)

59 �⁄�� (1500) 52 �⁄�� (1322) 61 ��⁄�� (1570) 136.4 (62) 1100 (500) 33000 (15000)

(D)
In (mm)

(E)
In (mm)

57 �⁄� (1464) 15 ��⁄�� (402)

57 �⁄� (1464) 15 ��⁄�� (402)
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- The Pro version of the One Stop A-Frame comes with four (4) Safety Arms for additional security while  
transporting and storing material within the factory or project site. The slab/glass sheets are placed on special 
rubber profiles and secured with four (4) ratchet securing bars. The center section can be used to store tools 
and splashbacks etc.

- The frame features two (2) eyelets that can be used to lift the frame with an overhead crane. Forklift slots are 
provided on all 4 sides of the base .

- Quick release mounting pins can convert the unit from a transporting unit to a stationary one with the removal 
of the four caster wheels provided.

AUSAVINA ONE STOP A-FRAME PRO

NOTE: Distribute Slabs/Glass Sheets Equally On Both Sides.

: Removing Caster Wheels*

455.4 (207)

446.6 (203)

512.6 (233)

Lifting With
Eyelets
lbs (kg)

Capacity With
Casters - lbs (kg)

Stationary
W/o Casters

lbs (kg)

4400 (2000) 30800 (14000)

Net Weight
lbs (kg)

*

5500 (2500)

5500 (2500)

5500 (2500)

4400 (2000)

4400 (2000)

30800 (14000)

30800 (14000)

MODEL

OSA7247PRO

OSA7263PRO

OSA8763PRO

MODEL

OSA7247PRO

OSA7263PRO

OSA8763PRO 86 �⁄� (2194)

71 ��⁄�� (1824)

71 ��⁄�� (1824)

Length (A)
In (mm)

48 �⁄� (1232)

47 �⁄� (1207)

47 �⁄�� (1202)

Width (B)
In (mm)

61 �⁄�� (1550)

77 ��⁄�� (1980)

78 �⁄�� (1986)

Height (C)
In (mm)

46 �⁄� (1190)

61 �⁄� (1569)

61 �⁄� (1569)

(D)
In (mm)

13 �⁄� (333)

11 �⁄� (296)

13 �⁄� (349)

(E)
In (mm)

AUSAVINA�A-FRAME�
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The sturdy design of the Ausavina One Stop High A-Frame prevents material from chipping off and keeps the 
finished work high off the ground. Rubber strips are mounted on the bottom and back support to prevent 
slippage. The A-Frame comes with four (4) casters that allow for easy movement around the warehouse. The 
foldable design saves on freight costs.

NOTE: Distribute Slabs/Glass Sheets Equally On Both Sides.

AUSAVINA ONE STOP HIGH A-FRAME  

AUSAVINA ONE STOP SINGLE SIDED A-FRAME  

The sturdy design of Ausavina One Stop Single Sided A-Frame prevents the material from chipping-off. Rubber 
strips are mounted on the bottom and back supports to prevent  slippage. It comes with 2 ratchet securing bars 
to hold the slabs in place. The quick release mounting pins converts the A-Frame from mobile to stationary after 
removing the 4 caster wheels. These removable casters allow for easy transport around the warehouse or job 
site. Forklift slots are provided on 2 sides of the base for forklift transport. The foldable design saves on freight 
costs, yet it is easy to assemble.

Stationary
W/o Casters

lbs (kg)

Capacity
With Casters

lbs (kg)

Length (A)
In (mm)

62 ��⁄�� (1600)

Width (B)
In (mm)

Height (C)
In (mm)

Net Weight
lbs (kg)

43 �⁄�� (1100) 62 �⁄�� (1576) 305.8 (139)

MODEL

OSHA7236 4400 (2000)5500 (2500)

(D)
In (mm)

35 �⁄� (908)

(E)
In (mm)

17 �⁄�� (433)

Length - In (mm) 71 �⁄� (1820)

Width - In (mm)

Height - In (mm)

Net Weight - lbs (kg)

25 �⁄�� (650)

60 �⁄� (1536)

268.4 (122)

4400 (2000)

MODEL SSA7247

Stationary W/o Casters
lbs (kg)

Capacity With Casters
lbs (kg)

15400 (7000)

(D) - In (mm)

(E) - In (mm)

46 �⁄�� (1180)

10 ��⁄�� (279)
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*

: Removing Caster Wheels*

*



The One Stop A-Frame is designed for transporting material and storing it in the shop or at the job site. Your 
slab/glass sheets are placed on special rubber profiles and secured with four (4) ratchet securing bars. The 
center section can be used to store tools, small back splash, etc.
The frame features two (2) eyelets that can be used to lift the frame with an overhead crane. Space is provided 
on all base sides for forklift transport. Quick release mounting pins changes the unit from a mobile A-frame to a 
stationary  A-frame.

Li�ing with eyelets
ONE STOP A-FRAME

Forkli� inserts

The handle (sold separately)
can be attached as
your requirement

: Removing Caster Wheels*

NOTE: Distribute Slabs/Glass Sheets Equally On Both Sides.

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

47 �⁄� (1210) 43 �⁄�� (1100) 62 �⁄� (1585)

60 ��⁄�� (1544) 38 �⁄�� (973) 50 �⁄� (1282)

71 ��⁄�� (1824) 43 �⁄�� (1100) 61 �⁄�� (1550)

71 ��⁄�� (1824) 43 �⁄�� (1100) 78 �⁄�� (1986)

71 �⁄� (1820) 43 �⁄�� (1100) 89 ��⁄�� (2285)

71 �⁄� (1820) 43 �⁄�� (1100) 102 ��⁄�� (2614)

86 �⁄� (2190) 43 �⁄�� (1100) 70 �⁄� (1800)

86 �⁄� (2194) 43 �⁄�� (1100) 77 ��⁄�� (1980)

94 �⁄� (2400) 43 �⁄�� (1100) 82 �⁄�� (2090)

94 �⁄� (2400) 47 �⁄� (1200) 93 ��⁄�� (2380)

Lifting With
Eyelets
lbs (kg)

5500 (2500)

5500 (2500)

5500 (2500)

5500 (2500)

5500 (2500)

5500 (2500)

5500 (2500)

5500 (2500)

5500 (2500)

5500 (2500)

Net Weight
lbs (kg)

266.2 (121)

345.4 (157)

367.4 (167)

413.6 (188)

448.8 (204)

470.8 (214)

434.28 (197.4)

462 (210)

554.4 (252)

571.12 (259.6)

Capacity
With Casters

lbs (kg)

4400 (2000)

4400 (2000)

4400 (2000)

4400 (2000)

4400 (2000)

4400 (2000)

4400 (2000)

4400 (2000)

4400 (2000)

4400 (2000)

MODEL

OSA4747

OSA6135

OSA7247

OSA7263

OSA7275

OSA7286

OSA8756

OSA8763

OSA9463

OSA9679

Stationary
W/o Casters

lbs (kg)

*

17600 (8000)

17600 (8000)

30800 (14000)

30800 (14000)

30800 (14000)

30800 (14000)

30800 (14000)

30800 (14000)

30800 (14000)

30800 (14000)

(D)
In (mm)

46 �⁄� (1190)

35 �⁄�� (890)

46 �⁄� (1190)

61 �⁄� (1569)

73 �⁄� (1867)

86 �⁄�� (2195)

54 �⁄� (1387)

61 �⁄� (1569)

64 �⁄�� (1634)

77 �⁄� (1971)

(E)
In (mm)

13 �⁄� (333)

11 �⁄�� (290)

13 �⁄� (333)

13 �⁄� (349)

12 �⁄�� (322)

11 �⁄� (295)

11 �⁄� (299)

11 �⁄� (296)

13 �⁄� (343)

13 �⁄� (339)

AUSAVINA�ONE�STOP�A-FRAME

This�product�is�the�best�for�stone�and�glass
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- The Qli One Stop A-Frame is designed for transporting and storing material in workshops, work sites, etc.

- The center section can be used to store tools, small back splash, etc.

- Quick release mounting pins changes the unit from a mobile A-frame to a stationary A-frame

AUSAVINA�QLI�ONE�STOP�A-FRAME

Li�ing with eyelets

The handle
(sold separately) can be
a�ached as your requirement

AUSAVINA QLI ONE STOP A-FRAME

*: Removing Caster Wheels

NOTE: Distribute Slabs/Glass Sheets Equally On Both Sides.

Capacity With
Casters - lbs (kg)

 Stationary Without
Casters - lbs (kg)

AQOSA7247

MODEL
Net Weight

lbs (kg)
Lifting With

Eyelets - lbs (kg)

264 (120) 3300 (1500) 3520 (1600) 15400 (7000)

AQOSA7263

AQOSA6135

280 (127)

242 (110)

3300 (1500)

3300 (1500)

3520 (1600)

3520 (1600)

15400 (7000)

15400 (7000)

*

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

AQOSA7247

MODEL

71 �⁄�� (1818) 43 ��⁄�� (1110) 62 �⁄�� (1580)

AQOSA7263

AQOSA6135

71 �⁄�� (1818)

60 �⁄� (1530)

43 ��⁄�� (1110)

37 ��⁄�� (963)

77 �⁄� (1975)

50 �⁄�� (1272)

(D)
In (mm)

(E)
In (mm)

47 �⁄� (1200) 15 �⁄�� (382)

63 �⁄� (1606) 14 �⁄� (358)

35 �⁄� (892) 12 �⁄� (327)

Li�ing with eyelets
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- Ausavina Smart One Stop A-frame is a new model to used to transport and store the slabs and other sheet of 

materials. It is effective in workshops, warehouses or work sites.

- Rubber strips covered on the A-frame surface protect the slabs or sheets from cracking or chipping off. Four 

ratchet securing bars additionally provide the slabs with more restrained security during  moving.

- Composition of this A-frame is by detachable components and parts, so it is convenient to disassemble for 

transportation and reassemble easily.

AUSAVINA�SMART�ONE�STOP�A-FRAME

Come with large forkli� slots with 7 �⁄�” 200 x 2 ��⁄��” 
75 mm, the forkli� forks can be put into the frame 
with ease.

W.L.L.: Working Load Limit
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MODEL
Length (A)

In (mm)
Width (B)
In (mm)

Height (C)
In (mm)

W.L.L
lbs (kg)

70 �⁄� (1800) 43 �⁄�� (1100) 64 �⁄�� (1630) 3300 (1500)SOSA7247

Net Weight
lbs (kg)

297 (135)

(D)
In (mm)

(E)
In (mm)

47 �⁄� (1200) 14 �⁄� (368)

43 �⁄�� (1100)

43 �⁄�� (1100)

47 �⁄� (1200)

79 ��⁄�� (2030)

79 ��⁄�� (2030)

95 ��⁄�� (2430)

3300 (1500)

3300 (1500)

3300 (1500)

SOSA7263

SOSA8763

SOSA9679

328 (149)

386 (175)

430 (195)

62 ��⁄�� (1600)

62 ��⁄�� (1600)

78 �⁄� (2000)

12 �⁄� (320)

12 �⁄� (320)

12 ��⁄�� (322)

70 �⁄� (1800)

86 �⁄� (2200)

94 �⁄� (2400)



* Solid Rubber Tires 
* Pneumatic Tires 

Two Option

54 �⁄� (1385) 39 �⁄�� (995) 56 �⁄� (1439)
2200

(1000)
255.2 (116)

4400
(2000)

2200
(1000)

ADF4932

Net Weight
lbs (kg)

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

Lifting With
Eyelets
lbs (kg)

Capacity
With Casters

lbs (kg)

Stationary
W/o Casters

lbs (kg)
MODEL

32 �⁄�� (827)

(D)
In (mm)

12 �⁄� (308)

(E)
In (mm)

55 �⁄� (1404) 39 �⁄�� (995) 59 �⁄� (1512) 2640 (1200)407 (185) 7700 (3500) 2640 (1200)OSA4932 32 �⁄�� (824) 12 �⁄�� (305)

84 �⁄�� (2135) 39 �⁄�� (995) 60 �⁄�� (1532) 2640 (1200)470.8 (214) 7700 (3500) 2640 (1200)OSA8432 32 �⁄�� (824) 12 �⁄�� (305)

Net Weight
lbs (kg)

Length (A)
In (mm)

Width (B)
In (mm)

Height (C)
In (mm)

Lifting With
Eyelets
lbs (kg)

Capacity
With Casters

lbs (kg)

Stationary
W/o Casters

lbs (kg)
MODEL

(D)
In (mm)

(E)
In (mm)

* Solid Rubber Tires 
* Pneumatic Tires 

Two Option

- The frame is designed for the purposes of transporting and storing stone slabs or glass sheets within factory or job site.  
- The material will be securely protected by rubber straps with four rubber lined securing bars.
- The bars connecting A-Frames are optimally placed on the frame which add more stability. The frame features 2 eyelets to 

be picked up by an overhead crane.
- The frame has built-in brackets of all underneath sides for forklift transport.
- Removable 350 mm-casters suits different transport surfaces such as factory, construction sites. For ease of transport, the 

controllable pulling handle is attached to direct the casters.

AUSAVINA ONE STOP A-FRAME  

AUSAVINA�A-FRAME

The sturdy design of the Ausavina Demountable Frame prevents material from chipping off and keeps the 
finished work high off the ground. Rubber strips are mounted on the bottom and back support to prevent 
slippage.

C

A

E

D

B

AUSAVINA�DEMOUNTABLE�FRAME

27
43

27
99

*

: Removing Caster Wheels*

: Removing Caster Wheels*

*



- Ideal for transpor�ng or storing Stone Slabs or Glass sheets at a job site or in a warehouse.
- Rubber padding can protect the material from damaging and scratching.
- Six ratchets can hold materials securely even at transporta�on.
- Slots for forkli� are available for all four faces also li�ing hooks are available for crane use.
- Each component is designed to be dismantled easily to make possible to pack this A-frame to transport to 
another place.
- Square tubular sec�on provides high rigidity and lightweight, consequently you can handle this A-Frame easily.

AUSAVINA ONE STOP A-FRAME  

NOTE: DISTRIBUTE SLABS/GLASS SHEETS EQUALLY ON BOTH SIDES.

94 �⁄� (2400) 43 �⁄�� (1100) 72 �⁄�� (1840) 58 �⁄� (1476) 11 �⁄� (302)OSA9458

MODEL
Length (A)

In (mm)
Width (B)
In (mm)

Height (C)
In (mm)

(D)
In (mm)

(E)
In (mm)

Lifting with
Eyelets - lbs (kg)

Net Weight
lbs (kg)

Stationary
W/o Casters - lbs (kg)

4400 (2000)OSA9458 5500 (2500)486.2 (221) 8800 (4000)

MODEL
Capacity With

Casters - lbs (kg)

AUSAVINA�ONE�STOP�A-FRAME

27
43

27
100

*

: Removing Caster Wheels*



AUSAVINA�OVERSIZED�GLASS�TRANSPORT�CART

- Ausavina Oversized Glass Transport Cart  is used to transport and store various glass sheet sizes, especially for 
the packed large glass doors in warehouse, workshop, construc�on site, and more.
- Rubber strips and rubber bu�ons on the cart provide glass surface protec�on from chipping-off. Come with 
the four safety securing bars increase more firmly to the glass sheets also.
- Composi�on of detachable parts and components makes it easy to disassemble and reassemble for 
transporta�on and package purposes.

MODEL
Length (A)

In (mm)
Width (B)
In (mm)

Height (C)
In (mm)

Net Weight
lbs (kg)

119 �⁄�� (3024) 43 ��⁄�� (1110) 95 �⁄� (2422) 622.6 (283)AOGTC11879

W.L.L
lbs (kg)

3300 (1500)

(D)
In (mm)

(E)
In (mm)

79 �⁄�� (2008) 10 �⁄�� (268)

W.L.L.: Working Load Limit

27
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- Ausavina Slab Rack is ideal for shops with limited storage as it can handle many pieces of different material 
sizes. The rack consists of two steel bases 118 �⁄��” (3012 mm) and 20 poles 2” x 2” x 59” (50 x 50 x 1500 mm) with 
rubber caps to protect the stored materials.
- Slab Rack is also available with rubber lined poles for added protection of slabs.

SOLD IN PAIRS

SRK010

SOLD IN PAIRS

SRK010R

1*Maximum Weight Capacity Between Poles

Without
rubber
lined

Rubber
lined

118 �⁄�� (3012) 6 �⁄�� (166) 58 �⁄� (1496) 646.8 (294)

607.2 (276)

6000 (2727)SRK010

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
Per Pair
lbs (kg)

1*Capacity 
lbs (kg)

MODEL
Quantity Of Poles
On Base Per Side

(pcs)

Quantity Of Hole
On Base Per Side

(holes)

118 �⁄�� (3012) 6 �⁄�� (166) 58 �⁄� (1496) 6000 (2727) 11 

11 10

10SRK010R

AUSAVINA�SLAB�RACK

27
43

27
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- Ausavina Qli Slab Rack is ideal for workshops with limited storage as it can handle many pieces of different 
material sizes.
- Ausavina Qli Slab Rack is also available with rubber lined poles for added protection of slabs.

QSRK010

QSRK010R

SOLD IN PAIRS

SOLD IN PAIRS

1*Maximum Weight Capacity Between Poles

Without
rubber
lined

Rubber
lined

118 �⁄�� (3012)

118 �⁄� (3016)

7 �⁄�� (192)

7 �⁄�� (192)

59 �⁄�� (1510)

59 �⁄�� (1504)

279.4 (127)

305.14 (138.7)

5500 (2500)

5500 (2500)

QSRK010

QSRK10R

11 10

10

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
Per Pair
lbs (kg)

1*Capacity 
lbs (kg)

MODEL
Quantity Of Poles
On Base Per Side

(pcs)

Quantity Of Hole
On Base Per Side

(holes)

11 

AUSAVINA�QLI�SLAB�RACK

27
43

27
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Ausavina Bundle Slab Rack is a must have equipment for larger slab yards and fabricators that store multiple 
slabs.
It is designed to store bundles of marble and granite in the warehouse or slab yard. Each pole is 2” x 4” x �⁄�” x 59” 
(50 x 100 x 6 x 1500 mm) and each steel rail base is covered with an additional strip of wood to protect the slab 
from chipping and scratching.

- The Rack comes complete with 20 poles.

Ausavina Remnant Slab Rack is designed specifically for storing smaller slabs such as le� over pieces for the next 
job. It is very economical and compact. You no longer need to throw away smaller pieces or use up valuable 
space in full size racks.

SOLD IN PAIRS SOLD IN PAIRS

RES27 RES34

RES27 118 �⁄�� (3008) 4 (102) 27 ��⁄�� (706) 149.6 (68) 2200 (1000)

RES34 118 �⁄�� (3008) 6 �⁄�� (160) 35 �⁄� (911) 138.6 (63) 2200 (1000)

15 10

10

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
Per Pair
lbs (kg)

1*Capacity 
lbs (kg)

MODEL
Quantity Of Poles
On Base Per Side

(pcs)

Quantity Of Hole
On Base Per Side

(holes)

14

Length - In (mm) 118 �⁄�� (3012)

Width - In (mm)

Height - In (mm)

Net Weight
Per Pair - lbs (kg)

6 �⁄�� (166)

59 �⁄�� (1510)

629.2 (286)

22000 (10000)Capacity - lbs (kg)
1*

MODEL BSR010

Quantity Of Hole
On Base Per Side (holes) 7

4
Quantity Of Poles on 
Base Per Side (pcs)

AUSAVINA�REMNANT�SLAB�RACK

AUSAVINA�BUNDLE�SLAB�RACK

1*
Maximum Weight Capacity Between Poles

1*Maximum Weight Capacity Between Poles

SOLD IN PAIRS

27
43

27
104



Ausavina Qli Bundle Slab Rack is a must have equipment for larger slab yards and fabricators that store 
multiple slabs. It is designed to store bundles of marble and granite in the warehouse or slab yard. Each 
steel rail base is covered with an additional strip of wood (QBSR010) or strip of  rubber (QBSR010R) to 
protect the slab from chipping and scratching.

QBSR010

QBSR010R

Without
rubber
lined

Rubber
lined

6 �⁄�� (160) 59 �⁄�� (1510) 210.76 (95.8) 10340 (4700)

6 �⁄�� (160) 59 �⁄�� (1504) 225.5 (102.5) 10340 (4700)

7 

7 

QBSR010

QBSR010R

118 �⁄�� (3012)

118 �⁄�� (3012)

4

4

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
Per Pair
lbs (kg)

1*Capacity 
lbs (kg)

MODEL
Quantity Of Poles
On Base Per Side

(pcs)

Quantity Of Hole
On Base Per Side

(holes)

AUSAVINA�QLI�BUNDLE�SLAB�RACK

1*Maximum Weight Capacity Between Poles

27
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- Ausavina Rhino Slab Rack is ideal for storing slabs of different sizes in warehouses, factories, workshops, etc.
- Accommodate various thicknesses of different slabs, Ausavina Rhino Slab Rack consists of main bases and 
poles, so it is easy to assemble, package and transport.
- The sturdy construction protects the slabs from scratching and chipping.

 RSR010  RSR10R

SOLD IN PAIRS

Without
rubber
lined

Rubber
lined

Quantity Of Poles
on base per side

(pcs)

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
Per Pair
lbs (kg)

1*Capacity 
lbs (kg)

MODEL

7 �⁄�� (192) 607.2 (276) 6000 (2727)118 �⁄�� (3012)RSR010 1059 �⁄�� (1504) 28

7 �⁄�� (192) 646.8 (294) 6000 (2727)118 �⁄�� (3012)RSR10R 1059 �⁄�� (1504) 28

Quantity Of Hole
On Base Per Side

(holes)

Quantity Of Poles
On Base Per Side

(pcs)

AUSAVINA�RHINO�SLAB�RACK��

W.L.L 6000 lbs
(2727 kg) 

(for 2 poles)

1*Maximum Weight Capacity Between Poles

27
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- Ausavina Qli Rhino Slab Rack is ideal for storing slabs of different sizes in warehouses, factories, workshops, 
etc.
- Accommodate various thicknesses of different slabs, Rhino Slab Rack consists of mair bases and poles,so it is 
easy to assemble, package and transport .
- The sturdy construction protects the slabs from scratching and chipping.

QRSR010

QRSR010R

SOLD IN PAIRS

SOLD IN PAIRS

Rubber
lined

Without
rubber
lined

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
Per Pair
lbs (kg)

1*
Capacity 
lbs (kg)

QRSR004

QRSR004R

QRSR005

QRSR005R

QRSR010

QRSR010R

MODEL

59 ��⁄�� (1516)

59 ��⁄�� (1516)

79 �⁄� (2016)

79 �⁄� (2016)

118 �⁄� (3016)

118 �⁄� (3016)

7 �⁄�� (192)

7 �⁄�� (192)

7 �⁄�� (192)

7 �⁄�� (192)

7 �⁄�� (192)

7 �⁄�� (192)

59 �⁄�� (1510)

59 �⁄�� (1504)

59 �⁄�� (1510)

59 �⁄�� (1504)

59 �⁄�� (1510)

59 �⁄�� (1504)

121 (55)

134.2 (61)

148.5 (67.5)

164.12 (74.6)

233.2 (106)

260.26 (118.3)

5500 (2500)

5500 (2500)

5500 (2500)

5500 (2500)

5500 (2500)

5500 (2500)

56

6

8

8

12

12

5

6

6

10

10

Quantity Of Hole
On Base Per Side

(holes)

Quantity Of Poles
On Base Per Side

(pcs)

AUSAVINA�QLI�RHINO�SLAB�RACK��

1*
Maximum Weight Capacity Between Poles

27
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- Ausavina Qli Universal Slab Rack is an ideal tool for storing and displaying stone slabs in a high production 
workshop, a factory, a work site, an exhibition, etc.
- Come with rigid structure gives a high capability to store many slabs on the rack to maximize work efficiency 
and protect the slabs securely.
- Designed with a pair of base and 20 detachable poles, this rack creates greater flexibility in handling various 
sizes as well as types of the stone slabs.
- Composition of separate parts and components makes it easy to disassemble and reassemble for package and 
transportation.

AUSAVINA�QLI�UNIVERSAL�SLAB�RACK��

5 �⁄� (140) 59 �/� (1505) 308 (140) 6000 (2727) 52AQUSR010 120 �⁄� (3060) 10

Length
In (mm)

Width
In (mm)

Height
In (mm)

Net Weight
Per Pair
lbs (kg)

1*Capacity 
lbs (kg)

MODEL
Quantity Of Poles
On Base Per Side

(pcs)

Quantity Of Hole
On Base Per Side

(holes)

1*
Maximum Weight Capacity Between Poles

AQUSR010

27
43

27
108

SOLD IN PAIRS



3 ��⁄��” x 1 ��⁄��” x �⁄�” x 78 �⁄�”
100 x 50 x 6 x 2000 mm

13200 lbs
(6000 kg)

3 ��⁄��” x 1 ��⁄��” x �⁄�” x 59 �⁄��”
100 x 50 x 6 x 1500 mm

22000 lbs
(10000 kg)

Dimensions Capacity 1*

1/4”(6 mm)

1 ��⁄��”(50 mm)

4
”(1

0
0

 m
m

)

BSR010-POLE
Poles without rubber

1*Maximum Weight Capacity Between Poles
AUSAVINA BUNDLE RACK POLES

SRK010-POLE
RSR010-POLE

SRK10R-POLE-R
RSR010R-POLE-R

�⁄��”(4 mm)

2”(50 mm)

2
”(5

0
 m

m
)

1 ��⁄��” x 1 ��⁄��” x �⁄��” x 47 �⁄�”
50 x 50 x 4 x 1200 mm

7700 lbs
(3500 kg)

Dimensions
1 ��⁄��” x 1 ��⁄��” x �⁄��” x 31 �⁄�”

50 x 50 x 4 x 800 mm
12100 lbs
(5500 kg)

1 ��⁄��” x 1 ��⁄��” x �⁄��” x 59 �⁄��”
50 x 50 x 4 x 1500 mm

6000 lbs
(2727 kg)

1 ��⁄��” x 1 ��⁄��” x �⁄��” x 70 �⁄�”
50 x 50 x 4 x 1800 mm

4840 lbs
(2200 kg)

Capacity
1*

Poles without rubber Poles with rubber

1*Maximum Weight Capacity Between Poles

AUSAVINA SLAB RACK POLES
AUSAVINA RHINO SALB RACK POLES

2 �⁄�" x 1 �⁄��" x �⁄��" x 31 �⁄�"
60 x 30 x 4 x 800 mm

9020 lbs
(4100 kg)

2 �⁄�" x 1 �⁄��" x �⁄��" x 47 �⁄�
60 x 30 x 4 x 1200 mm

7040 lbs
(3200 kg)

2 �⁄�" x 1 �⁄��" x �⁄��" x 59 �⁄�"
60 x 30 x 4 x 1500 mm

5500 lbs
(2500 kg)

2 �⁄�" x 1 �⁄��" x �⁄��" x 70 �⁄�"
(60 x 30 x 4 x 1800 mm)

4400 lbs
(2000 kg)

Dimensions Capacity
1*

1*Maximum Weight Capacity Between Poles

AUSAVINA QLI RHINO SLAB RACK  POLES

QRSR010-POLE
Poles without rubber

QRSR010R-POLE-R
Poles with rubber

30 mm

6
0

 m
m4 mm

3 �⁄�" x 1 �⁄��" x �⁄��" x 31 �⁄�"
80 x 40 x 4 x 800 mm

14740 lbs
(6700 kg)

3 �⁄�" x 1 �⁄��" x �⁄��" x 47 �⁄�"
80 x 40 x 4 x 1200 mm

12100 lbs
(5500 kg)

3 �⁄�" x 1 �⁄��" x �⁄��" x 59 �⁄��"
80 x 40 x 4 x 1500 mm

10340 lbs
(4700 kg)

3 �⁄�" x 1 �⁄��" x �⁄��" x 70 �⁄�"
(80 x 40 x 4 x 1800 mm)

8360 lbs 
(3800 kg)

Dimensions Capacity
1*

QBSR010-POLE
Poles without rubber

QBSR010R-POLE-R
Poles with rubber

AUSAVINA QLI BUNDLE SLAB RACK POLES

1*Maximum Weight Capacity Between Poles

1 �⁄��"

3
 �⁄�"

�⁄��"

Ø 1 �⁄��”

�⁄�” 1 �⁄��” x �⁄�” x 27 �⁄��”
(27 x 3 x 700 mm)

2200 lbs
(1000 kg)

Dimensions Capacity 1*
RES27, RES34-POLE

1*Maximum Weight Capacity Between Poles

AUSAVINA REMNANT RACK POLES

AUSAVINA�SPARE�POLES

27
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Length - In (mm)

SPB0815

SPB1518

Width - In (mm) Height - In (mm) Net Weight - lbs (kg)

3 �⁄�� (84)

3 �⁄� (98)

Model

5 �⁄� (140)

7 �⁄�� (180)

12 ��⁄�� (329)

10 �⁄�� (259)

2.2 (1)

2.86 (1.3)

Ausavina Multi Corner Slab Rack Wedge 50 and Ausavina Corner Slab Rack Wedge are made out of high 

quality plastic for durable purposes. These devices are handy tools to use along with a variety range of slab 

racks for high safety. Use the Wedge to ensure the lean angle, which must be in mind of the users 

(operators) during loading the stones, slabs, and tiles onto the rack, is always within a safe angle during 

handling without observation.

- The compact design makes them easy to carry or store during transportation.

AUSAVINA CORNER SLAB RACK WEDGE 50AUSAVINA MULTI CORNER SLAB RACK WEDGE

ACSRW5.5AMCSRW5.5

Length
In (mm)

AMCSRW5.5

Width 
In (mm)

Height 
In (mm)

Net Weight 
lbs (kg)

5 �⁄�� (138)

MODEL

3 �⁄�� (90) 6 ��⁄�� (170)

1.1 (0.5)6 ��⁄�� (170)

0.88 (0.4)

3 �⁄�� (90)6 �⁄�� (160)ACSRW5.5

AUSAVINA�STEEL�POST�BASE

AUSAVINA�MULTI/CORNER�SLAB�RACK�WEDGE

27
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- Dehydrator (Sludge Filter) is a dehydrator system for the fast collection and trapping of the abrasive mud 

produced by machining and finishing marble, granite, and other stones.

- Dehydrator (Sludge Filter) is an economical one step method in separating and dewatering sludge and       

slurries.

Dehydrator is constructed of Stainless Steel and consists of four basic components: pump, mud holding tank, 

filter bags and filtered water pan. Dehydrator (Sludge Filter) has no moving parts and requires minimal 

maintenance.

USA INTERNATIONAL

Pump Performance Curve

60Hz
3450rpm
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AUSAVINA DEHYDRATOR (SLUDGE FILTER)

Net Weight - lbs (kg) 466.4 (212)

95 ��⁄�� (2433)

Length
In (mm)

Width
In (mm)

Height
In (mm)

27 �⁄�� (700) 91 �⁄� (2330)

Bag Dimension 13 �⁄� x 47 �⁄�” (350 x 1200 mm)
Material Stainless Steel

Valves

Float Switch Automatic

Filter Capacity 25 %
sludge in the water

3m³ / 1 hour

MODEL

ADE089

H: Height
Q: Flow Rate

L/M: Lifter/Min

M: Meter

3
M /H: Meter/hour

AUSAVINA�DEHYDRATOR�(SLUDGE�FILTER)

27
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-Ausavina Mortar Mixer M2 is designed to mix the materials such as sand, cement, stone, etc. to become a 
mixture in a short time.
- Compact and portable design combined with solid wheels provides an easy maneuvering from one place to 
another, as well as movement through narrow spaces with just one person. 
- This mixer M2 helps improve productivity and reduce human labor effectively.
- Composition of detachable parts and separate components makes it easy to disassemble and reassemble 
to package, transport or clean.

Height
In (mm)

Net Weight
lbs (kg)

47 �⁄� (1204) 319 (145)

Barrel capacity Gallon (Liters) 27  (102)

Barrel diameter Inches (mm) 25 �⁄� (640)

Speed 28 rpm.

The average mixing time: 3 - 5 minutes

With overload protection devices

Length
In (mm)

42 ��⁄�� (1090)

Width
In (mm)

27 �⁄� (702)

AMX100M2

Motor parameters

Voltage 240V/110V

Horse power

Phase 1

Frenquency 50 Hz/60Hz

2 HP

AUSAVINA�MORTAR�MIXER�M2

AMX100M2

27
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A must for every workshop or warehouse! Collapsible Dumpster (Tilt Dumpster) is always a handy way to 

keep your workshop floor clean and safe. The Dumpster is constructed with heavy gauge sheets, angles and 

channel steels. Collapsible Dumpster (Tilt Dumpster) Features:

- Handy lever action assures safe dumping.

- Reinforced steel makes the Dumpster last longer.

- Heavy duty channel forklift pocket and safety pin add stability and safety when unloading.

- Compact design with two (2) heavy duty swivel casters with brakes and two (2) rigid casters allow the 

Dumpster to be moved around the workshop floor, construction sites or through narrow spaces easily.

W.L.L. : Working Load Limit

CD70

CD102

Length
In (mm)

58 �⁄� (1496)

Width
In (mm)

47 �⁄� (1216)

63 �⁄� (1604) 50 ��⁄�� (1295)

MODEL

CD70

CD102

Height
In (mm)

Net Weight
lbs (kg)

Volume
 ft³ (m³)

40 �⁄�� (1020) 578.6 (263) 25 (0.705)

45 �⁄�� (1154) 719.4 (327) 35.4 (1.002)

W.L.L.
 lbs  (kg)

2640 (1200)

3300 (1500)

AUSAVINA�COLLAPSIBLE�DUMPSTER��(TILT�DUMPSTER)

27
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- Ausavina Drop Bo�om Dumpster is a useful solu�on to keep your area neat and clean.
- The bo�om gates open system allows you to dump the waste in a second.
- When the dumpster touches the ground, the tail gates close automa�cally.
- The unit can be li�ed either by a hoist.
- The Dumpster construc�on allows to separate each component, sides and bo�om, for easy packing and 
transferring to another place if necessary.

W.L.L.  : Working Load Limit

Net Weight
lbs (kg)

Volume
ft³ (m³)

W.L.L.
lbs (kg)

435.6 (198) 53 (1.5) 4400 (2000)

356.4 (162) 35.3 (1) 3300 (1500)

DBD100

DBD150

Length
In (mm)

Width
In (mm)

Height
In (mm)

DBD100

DBD150 61 ��⁄�� (1570) 42 �⁄� (1070) 49 �⁄�� (1256)

42 �⁄� (1070) 42 �⁄� (1070) 49 �⁄�� (1256)

MODEL

AUSAVINA�DROP�BOTTOM�DUMPSTER

27
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B: Black   -   W: White

- When at rest, Slab Edge Guard supports countertops, stone panels, finished pieces, etc. to avoid breaking, 

chipping, or scratching.

- It is simple, effective, and easy to use.

- Compact, lightweight, and easy to carry around.

- Available in white rubber for light colored marble.

Minimize the likelihood of worker injuries while moving slabs more efficiently. Ausavina Slab Wedgee can create 
an ideal space between the slabs to place the li�ing out of the fall shadow zone. This safety tool helps promote 
safety in the workplace.

Length
In (mm)

1 �⁄�� (40)

1 �⁄�� (40)

1 �⁄�� (40)

1 �⁄�� (40)

1 �⁄�� (40)

1 �⁄�� (40)

Width
In (mm)

1 �⁄� (35)

1 �⁄� (45)

2 �⁄�� (55)

1 �⁄� (35)

1 �⁄� (45)

2 �⁄�� (55)

MODEL

SEG20B

SEG30B

SEG40B

SEG20W

SEG30W

SEG40W

Length - In (mm)

SW63 4 �⁄� (120)

Model

Height
In (mm)

2 �⁄�� (65)

2 �⁄�� (65)

2 �⁄�� (65)

2 �⁄�� (65)

2 �⁄� (70)

2 �⁄� (70)

Channel Width
 In (mm)

��⁄�� (20)

1 �⁄�� (30)

1 �⁄�� (40)

��⁄�� (20)

1 �⁄�� (30)

1�⁄�� (40)

Net Weight
 lbs (kg)

0.198 (0.09)

0.22 (0.1)

0.242 (0.11)

0.198 (0.09)

0.22 (0.1)

0.242 (0.11)

Width - In (mm) Height - In (mm) Net Weight - lbs (kg)

2 �⁄� (63) 10 �⁄�� (255) 0.88 (0.4)

AUSAVINA�SLAB�EDGE�GUARD

AUSAVINA�SLAB�WEDGE

27
43
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Ausavina Bow Shackle is ideal for straight lifts where slab rotation is not an issue. It can be used with a Forklift 

Boom and with any of our Lifters or Scissor Clamps.

Ausavina Swivel Shackle comes as a standard with all of our Little Giant Lifters and can be used with our Forklift 

Booms. It gives you the flexibility to rotate the slab 360 degrees.

1 �⁄� (41)

Length - In (mm) 5 �⁄� (140)

Width - In (mm)

ABS22MODEL

5 �⁄�� (141)Height - In (mm)

3300 (1500)Loading Capacity - lbs (kg)

Net Weight - lbs (kg) 2.64 (1.2)

Cable Connect Sling allows for extra lifting 

room when headroom is not an issue. It can 

be used with all of Lifters and Forklift Booms.

Cable diameter
In (mm)

3300 (1500) �⁄� (10)

Net Weight
lbs (kg)

2.64 (1.2)

Loading Capacity
lbs (kg)

ASL017

Length
In (mm)

Width
In (mm)

Height
In (mm)

16 ��⁄�� (427) 3 �⁄� (85) �⁄� (19)

MODEL

AUSAVINA�BOW�SHACKLE

AUSAVINA�CABLE�CONNECT�SLING

AUSAVINA�SWIVEL�SHACKLE

SWS2000

4.8 (2.2)4400 (2000)SWS2000 4 �⁄� (124) 2 �⁄� (60) 7 ��⁄�� (195)

Net Weight
lbs (kg)

Working Load Limit
lbs (kg)MODEL

Length
In (mm)

Width
In (mm)

Height
In (mm)

27
43

27
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Ausavina Swivel Hook comes as a standard with all of our Little Giant Lifters and can be used with our Forklift 

Booms. It gives you the flexibility to rotate the slab 360 degrees.

ASH81.57

MODEL

ASH37.45

ASH81.57

4 �⁄�� (103)

4 ��⁄�� (119)

Length
In (mm)

1 �⁄� (47)

1 �⁄� (41)

Width
In (mm)

8 �⁄�� (218)

11 �⁄� (301)

Height
In (mm)

4.18 (1.9)

6.6 (3)

Net Weight
lbs (kg)

4400 (2000)

4400 (2000)

Working Load Limit
lbs (kg)

ASH37.45

Swivel hook rotates
the slab 360 degrees

securely

AUSAVINA�SWIVEL�HOOK

2.64 (1.2)3300 (1500)SWS1500 4 �⁄� (115) 1 �⁄� (32) 7 �⁄� (188)

Net Weight
lbs (kg)

Working Load Limit
lbs (kg)MODEL

Length
In (mm)

Width
In (mm)

Height
In (mm)

7.48 (3.4)5500 (2500)SWS2500 5 �⁄� (133) 1 �⁄� (42) 11 �⁄� (286)

SWS1500

Ausavina Swivel Shackle comes as a standard with all of our Little Giant Lifters and can be used with our Forklift 

Booms. It gives you the flexibility to rotate the slab 360 degrees.

1 2 1 2

SWS2500

27
43

27
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AUSAVINA�SWIVEL�SHACKLE



Ausavina Stonemason Sleeves fit snugly around the wrist and upper sleeve area to prevent clothes from getting 
soaked during wet grinding.

Sold in pairs

Available with custom labeling with your company’s logo.

A HEAVY DUTY APRON FOR ALL STONEMASONS.
- The quick snap straps are ideal for a quick and easy fit.
- Made of a double layer of the highest quality material for extra protec�on.
- Velcro strips help with quick access to polishing pads.
- Customize with your logo to promote your company.

1.54 (0.7)35 �⁄�� (900) 47 �⁄� (1200)

MODEL

SMA048

Width - In (mm) Height - In (mm)

Width - In (mm)

0.26 (0.12)

19 �⁄�� (490)

Height - In (mm) 6 �⁄� (165)

MODEL SMS019

Net Weight In Pair
lbs (kg)

AUSAVINA�STONEMASON�SLEEVES

AUSAVINA�STONEMASON�APRON

Net Weight In Pair
lbs (kg)

27
43

27
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J20

944/1, Nguyen Thi Minh Khai Street, Tan Thang Quarter,
Tan Binh Ward, Di An city , Binh Duong Province, Vietnam.
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